
Lap & Spot Weld Joint Clamp - W-Type
The ‘W’ shaped jaw allows four  
consecutive spot welds without 
moving the tool. 
Jaw width: 57mm. 
Throat depth: 36mm.

 Capacity Overall Weight Order Code Price/1
 (mm) Length each KEN-558 THB
 0 - 10 210mm (81/2”) 550g -9210K 1890.00

 Capacity Overall Weight Order Code Price/1
 (mm) Length each KEN-558 THB
 0 - 12 195mm (73/4”) 542g -9220K NA

Flanged, Lap & Adjacent Joint Clamp - JJ-Type
Clamps two flanged and adjacent joints.
Jaw width: 45mm. 
Throat depth: 25mm.

 Capacity Length Weight Order Code Price/1
 (mm) (mm) each KEN-558 THB
 0 - 15 210mm (81/2”) 470g -9240K NA

Axial Grip  
Wrenches

For auto body repair and steel fabrication. Chrome steel body with narrow profile jaws for confined areas. Straight line jaw motion 
allows clamping through holes. Push button release for one-handed clamp releasing. No provisional (or track) welding required to 
hold auto body parts for assembly.
Flanged Lap Joint Clamp -J-Type
Clamps two flanged adjacent joints.  
Jaw width: 18mm.
Throat depth: 7mm.

 Capacity Overall Weight Order Code Price/1
 (mm) Length each KEN-558 THB
 0 - 18 195mm (73/4”) 410g -9200K 1628.00

Angle Clamp -T-Type
Clamps two sheets of the same  
thickness at 90° to one another.  
Jaw width: 50mm. 
Throat depth: 15mm.

Lap Joint Clamp - L-Type
Clamps two lap joints. 
Jaw width: 18mm.

 Capacity Overall Weight Order Code Price/1
 (mm) Length each KEN-558 THB
 0 - 12 200mm (8”) 495g -9230K 2027.00
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