
Brass -  
Cross Key

Solid brass body with a hardened steel shackle and a double 
locking mechanism. Fitted with a dual lever 4 row 16 pin cylinder 
which has 1000 different key numbers. For indoor and outdoor 
use on minimum to medium security items.  
Key change every 100,000.

 Body Shackle Dia. Rating Weight Order Code Price/1
 Width x Clearance (1 - 10) each MTL-950 THB
 40mm 6.8 x 25mm 4 255g -3844K 1061.00
 50mm 8.8 x 32mm 5 380g -3855K 1082.00
 60mm 11 x 35mm 5 540g -3865K 1250.00

Brass Anti-Pick Padlock
Solid brass body with a hardened steel changeable  
shackle and a double locking mechanism. Fitted  
with a hardened steel cover plate and an anti-pick  
6 pin brass cylinder. For indoor and outdoor use on  
minimum to medium security items. 
Key change  
every  
20,000.

 Body Shackle Dia. Rating Weight Order Code Price/1
 Width x Clearance (1 - 10) each MTL-950 THB
 38 x 76 6.3 x 25mm 4 310g -3054K 1176.00 
 38 x 76 6.3 x 75mm 4 335g -3094K 1187.00
 50 x 76 9.5 x 50mm 6 445g -3226K 1334.00
 50 x 76 9.5 x 75mm 6 475g -3236K 1470.00
 Key Blank   5g -9930K 48.00

 Body Shackle Dia. Rating Weight Order Code Price/1
 Width x Clearance (1 - 10) each MTL-950 THB
 38mm 6.3 x 25mm 4 310g -3554K 1197.00 
 38mm 6.3 x 50mm 4 320g -3574K  1229.00
 45mm 8 x 25mm 5 370g -3655K 1334.00
 45mm 8 x 50mm 5 385g -3675K 1397.00
 50mm 9.5 x 25mm 6 415g -3756K NA
 50mm 9.5 x 50mm 6 450g -3776K 1470.00
 Key Blank   5g -9930K 48.00

Brass - Anti-Pick Weatherproof 
Solid brass body with a hardened stainless 
steel changeable shackle and a double 
locking mechanism. 

Fitted with a 
hardened steel 
cover plate and an 
anti-pick 6 pin brass 
cylinder. Completely 
weatherproof 
padlock which is 
suitable for use 
in the harshest 
corrosive conditions 
on minimum to 
medium security 
items. Key change 
every 20,000.

 Body Colour Shackle Dia Rating Order Code Price/1
 Width  x Clearance   ( 1 - 10 ) MTL-950 THB
 45mm Red 8.1 x 55mm 5 -7615K 567.00
 54mm Yellow 10.7 x 46mm 6 -7626K 725.00
 Key Blank    -9950K 48.00

Weather-Resistant - 
Long Shackle
Laminated steel body with hardened steel shackle, 
double locking mechanism and anti-pick cylinder. 
The PU coating makes this the most weather-
resistant padlock. Ideally suitable for medium 
security for indoor and outdoor use in the harshest 
corrosive environments. For use on marine/
brewery storage, haulage and warehouses etc. 
Available in a range of colours. All fitted with a 
weather-resistant key cover.

 Body Shackle Dia. Rating Weight Order Code Price/1
 Width x Clearance (1-10) each MTL-950 THB
 40mm 6.3 x 20mm 4 240g -5824K 641.00
 50mm 8.8 x 25mm 4 400g -5834K 1061.00
 Key Blank   5g -9950K 48.00

Laminated Brass 
Laminated brass body with a 
hardened steel shackle, a double 
locking mechanism and a pin 
cylinder. For indoor and outdoor 
use on minimum to medium 
security items.  
Key change every 1,000.

Laminated Steel
Laminated steel body with a hardened steel  
shackle, a double locking mechanism and a 5 pin cylinder.  
For indoor and outdoor use on medium to maximum  
security items. Key change every 1,000  
(30mm every 200).

 Body Shackle Dia. Rating Weight Order Code Price/1
 Width x Clearance (1 - 10) each MTL-950 THB
 30mm 5.2 x 18.5mm 4 220g -5514K 296.00 
 40mm 6.3 x 25mm 5 265g -5525K 341.00
 44mm 7.0 x 25mm 5 330g -5555K 364.00
 50mm 8.8 x 25mm 7 500g -5587K 515.00
 65mm 11 x 34mm 8 600g -5598K 777.00
 Key Blank to suit 30mm  5g -9940K 48.00
 Key Blank to suit 40-65mm  5g -9950K 48.00
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