
Economy  
Lockout Hasp
LOK048
Made from hardened powder 
coated steel. Double  
locking arrangement.
Colour: red. 
Material: steel.
Jaw capacity:  
25mm.
Accepts  
padlocks:  
shackle  
clearance  
20mm,  
shackle  
diameter  
10mm.

 Product Order Code Price/1
 Number  MTL-950 THB
 LOK047 -8340K 1040.00

Vinyl Coated  
Lockout Hasps
The padlock fixing section has 
been vinyl coated for grip and 
greater visibility. 
Max. padlock shackle  
diameter: 9.5mm. 
Min. padlock  
shackle  
clearance:  
20mm.
Colour: red.

 Product Shackle Order Code Price/1
 Number Width MTL-950 THB
 LOK044 25mm -8334K 651.00
 LOK045 38mm -8336K 777.00

 Product Shackle Order Code Price/1
 Number Width MTL-950 THB
 LOK191 25mm -8979K 588.00

 Shackle Order Code Price/1
 Diameter MTL-950 THB
 3mm -8974K 1428.00

 No. Order Code Price/1
  MTL-950 THB
 Sil-2 197 35 -8910K 1628.00

 Product Order Code Price/1
 Number  MTL-950 THB
 LOK048 -8325K 515.00

Multi-Purpose  
Dual Lockout Hasp 
LOK047  
Dual scissor action hasp with 
steel body and powder coating 
to prevent rusting. Two different 
jaw sizes ensure  
ultimate adaptability.
Min./Max.  
shackle  
diameter:  
10/20mm.

Aluminium Lockout  
Hasp & Label  
LOK049
Combines the benefits of 
a standard hasp and tag 
simultaneously. Supplied with 
spare label. Used when you 
wish to use multiple padlocks 
to isolate one energy source. 
Size: 184 x 76 x 5mm,
190 x 77 x 16mm  
with tab.
Max. shackle  
diameter: 8mm. 
Min. shackle  
clearance:  
20mm.

 Product Order Code Price/1
 Number  MTL-950 THB
 LOK049 -8300K 1292.00

Aluminium  
Lockout Hasps  
LOK191 
Manufactured from aluminium 
with injection moulded nylon 
grip. The hasp jaws are 
rounded to provide easy fixing 
on smaller isolation points and 
lockout devices. Suitable for  
six padlocks.
Max. shackle  
diameter:  
8mm. 

Pneumatic Lockout
Manufactured from solid 
stainless steel this pneumatic 
lockout is strong, durable and 
resistant to corrosion and 
fits virtually all pneumatic 
fittings used in manufacturing 
facilities. Simple to use, once 
the lockout is in its closed 
position it can be locked using 
up to two safety padlocks.

 Product Colour Order Code Price/1
 Number  MTL-950 THB
 LOKO25 Red -9140K 5513.00
 LOKO24 Red -9150K 2373.00
 LOKO23 Red -9160K 1890.00

Ball Valve Lockout
These lockouts clamp over 
the valve lever, preventing the 
valve from operating. Small 
lockout clamp can lock valves 
in the open or closed positions, 
whilst the medium and large 
can only be used in the  
locked position.

Ladder Lockout
Manufactured from 
flexible woven PVC, this 
device is placed over 
the rungs of a ladder or 
steps to deny its use. The 
integral eyelet allows it 
to be locked out with a 
suitable padlock  
and tag.

 Fixing Legnth Order Code Price/1
 Method mm MTL-950 THB
 Evelet   1175 -9003K 5681.00

Double Sided Lockout Tags
Lockout Tags are used to explain why a device has been locked 
out. They are designed to withstand maximum exposure and 
retain message visibility to ensure that it is not removed before 
repair and maintenance is complete. These tags are needed 
every time a Lockout Tagout device is locked out for repair or 
maintenance. These tags are printed on both sides with the 
details displayed below. Supplied in packs of 10 complete with 
tie-wraps.
Size: 75mm x 135mm.

 Design Order Code Price/1
  MTL-950 THB
 A -8570K 935.00
 B -8938K 1292.00
 C -8940K 1292.00
 D -8941K 1292.00
 E -8948K 1292.00

Design A

Design B Design C Design D Design E

Wire Padlocks
With a 3mm diameter and 
a flexible wire shackle this 
padlock is ideal for use on 
smaller MCB lockouts or for 
when a standard padlock  
is unsuitable.
Colour: red. 
Shackle  
diameter:  
3mm.
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