
We guarantee:
All signs will comply to all UK safety sign legislation. Orders received before 4pm will be despatched on the same day.

Create your own safety signs quickly  
and easily.

 Pack Order Code Price/1
 Quantity SSF-964 THB
 04 -7957K 168.00

 
Description Order Code Price/1

  SSF-964 THB
 12mm x 15m Double-Sided Sign Mounting Foam -7812K 971.00
 25mm x 15m Double-Sided Sign Mounting Foam -7813K 971.00
 25mm x 50m Novabond Sign Fixing Tape -7919K 3549.00

 Order Code Price/1
 SSF-964 THB
 -7811K 536.00

Step 2
Specify the relevant text (up to 30 words) required for your sign.

Step 3
Select your preferred material. Rigid plastic or self-adhesive 
vinyl.

Step 4
Determine what size you would like your safety sign to be.

Step 5
Contact us for a quote!

Step 1
Choose a layout (portrait, landscape or square) and the symbol 
for your safety sign.

Self-Adhesive Pads
Durable double-sided sticky tabs  
with strong adhesive.
• Quick and easy to apply
• Ideal for fixing safety signs and posters
• Supplied in packs of 4
•  Each tab is 15 x 15mm in size and  

2mm thick

Double-Faced Sign 
Mounting Foam Tapes
Bonds to crinkled or rough 
surfaces.
•  Resists moisture, chemicals and 

cold temperatures.
•  Temperature range of -18°C to 

+66°C.
•  Supplied as 15m (12 or 25mm 

width) or 50m (25mm width) 
long rolls.

500mm Double Hook 
Hanging Kit
Ideal for fixing signs where a 
message needs to be seen from 
two directions or from a ceiling.

Aluminium  
Snap Frame

Lightweight frames for indoor or outdoor use. Attractive ‘cushion 
profile’ frames made from smooth satin finish aluminium. A clear 
flexible plastic front sheet protects the contents from dust and 
contact.
Freestanding
Height adjustable tubular steel stand features a ratchet slider 
mechanism to allow rapid adjustment. Mirror chrome finish. Ideal 
for use in lobbies, receptions or as a temporary traffic direction 
sign.
A4 - 210 x 297mm

 Frame
 Height Order Code Price/1

 Size Range (mm) OFI-836 THB
 A4  1050 - 1450 -0460K 2730.00

 

A4

BS5499 - 10 states that fixings should  
be selected to ensure that safety signs 
remain in situ for the duration or life 
expectancy of the safety message.
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