## Collapsible Wire Bulk Containers

- 4-way fork entry
- 1 drop door

Hold items that may leak, need to dry, or can't be stored in closed containers. Open steel wire mesh design allows for clear visibility to contents and lets air and liquids pass through. Fold down and can be stacked when not in use to save space. Commonly used in shipping, manufacturing, and warehouses.
Mobile containers are mounted on 4 casters, 2 rigid and 2 swivel, to easily move container to any location in a facility.

| Volume Cap. | Outside L | $\begin{gathered} \text { Outside } \\ \text { W } \end{gathered}$ | Mesh Size | STATIONARY |  |  |  | MOBILE |  |  |  |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
|  |  |  |  | Item No. | Outside H | Load Cap. | Stacking Cap. | Item No. | Outside $\mathrm{H}$ | Load Cap. | Stacking Cap. |
| 3 ga |  |  |  |  |  |  |  |  |  |  |  |
| 17.2 cu ft | 32 in | 40 in | 2 in $\times 2$ in | 5EU69 | $34^{1 / 2}$ in | $4,000 \mathrm{lb}$ | $12,000 \mathrm{lb}$ | - | - | - | - |
| 18.4 cu ft | 32 in | 40 in | 2 in $\times 2$ in | 3W550 | $341 / 2$ in | $4,000 \mathrm{lb}$ | $12,000 \mathrm{lb}$ | 5 EU67 | $351 / 2$ in | 2,800 lb | 8,400 lb |
| 22.9 cu ft | 32 in | 42 in | 2 in $\times 2$ in | - | - | - | - | 24VT22 | 40 in | 2,000 lb | 2,400 lb |
| 24.3 cu ft | 40 in | 48 in | 2 in $\times 2$ in | 5EU63 | $301 / 2$ in | $4,000 \mathrm{lb}$ | $12,000 \mathrm{lb}$ | 24VT23 | 32 in | $4,000 \mathrm{lb}$ | $8,400 \mathrm{lb}$ |
| 28.3 cu ft | 40 in | 48 in | 2 in $\times 2$ in | 5EU70 | $361 / 2$ in | $4,000 \mathrm{lb}$ | $12,000 \mathrm{lb}$ | - | - | - | - |
| 30.3 cu ft | 40 in | 48 in | 2 in $\times 2$ in | 3W552 | $361 / 2$ in | $4,000 \mathrm{lb}$ | $12,000 \mathrm{lb}$ | 5EU68 | $371 / 2$ in | 2,800 lb | 8,400 lb |
| 36.4 cu ft | 40 in | 48 in | 2 in $\times 2$ in | 5EU64 | $421 / 2$ in | $4,000 \mathrm{lb}$ | $8,400 \mathrm{lb}$ | 24VT24 | 44 in | $4,000 \mathrm{lb}$ | $8,400 \mathrm{lb}$ |
| 11 ga |  |  |  |  |  |  |  |  |  |  |  |
| 5 cu ft | 20 in | 32 in | $1 / 2$ in $\times 1 / 2$ in | 3W547 | 21 in | $1,000 \mathrm{lb}$ | $3,000 \mathrm{lb}$ | 24VT21 | 22 in | 1,000 lb | $1,360 \mathrm{lb}$ |
|  | 20 in | 32 in | 1 in $\times 1$ in | 3W548 | 21 in | $1,000 \mathrm{lb}$ | $3,000 \mathrm{lb}$ | 5EU66 | 21 in | $1,000 \mathrm{lb}$ | $1,360 \mathrm{lb}$ |
| 24.3 cu ft | 32 in | 42 in | 2 in $\times 2$ in | 5EU65 | 39 in | 2,000 lb | 2,000 lb | - | - | - | - |


fft
NashvilleWire

## Non-Collapsible Wire Bulk Containers

- 4-way fork entry
- 1 drop door
- 2" x 2" wire mesh
- 4000-lb load capacity
- 8000-lb stacking capacity

Hold items that may leak, need to dry, or can't be stored in closed containers. Open steel wire mesh design allows clear visibility of contents and lets air and liquids pass through. Commonly used in shipping, manufacturing, and warehouses.

| Volume <br> Cap. | Outside | Outside | Outside | Item |
| :---: | :---: | :---: | :---: | :---: |
| 18.4 cuft | L | 32 in | W | H |



## (i) 1

## Stackable Bulk Containers with Lids

- Molded in pockets for fork entry

Sturdy plastic containers are water and chemical resistant. Include removable lids that securely attach to the container's rim to cover, conceal, and protect contents from dust and debris.

| Volume Cap. | Overall Length | Overall Width | Overall Height | Load <br> Cap. | Fork Entry | Color | Brand | Item No. |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| 16.5 cuft | 55 in | 30 in | 24 in | 650 lb | $\begin{aligned} & \text { 2-Way } \\ & \text { Entry } \end{aligned}$ | Black, Blue, Gray, Orange, White | Myton Industries | F1389 |
| 27.5 cu ft | 45 in | 45 in | 33 in | 700 lb | $\begin{aligned} & \text { 2-Way } \\ & \text { Entry } \end{aligned}$ | Blue | Ship Shape | 19ZA07 |
| 32 cu ft | 50 in | 45 in | $3911 / 4$ in | 2,000 lb | 4-Way Entry | White | Ship Shape | 19ZA16 |
| 35 cuft | 45 in | 45 in | $441 / 4$ in | 800 lb | $\begin{aligned} & \text { 2-Way } \\ & \text { Entry } \end{aligned}$ | Blue | Ship Shape | 19ZA10 |

