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2

3,505 56H 208-230/460V AC 5.0/2.5 1.25 F Yes 85.5 % NEMA Prem. 5⁄8 in 1 7⁄8 in 12 5⁄8 in Dayton 48ZJ89 48ZJ89 *†
1,750 56H 208-230/460V AC 5.7/2.8 1.25 F Yes 86.5 % NEMA Prem. 5⁄8 in 1 7⁄8 in 12 5⁄8 in Dayton 48ZJ90 48ZJ90 *†
1,745 56H 208-230/460V AC 5.4/2.7 1.15 F Yes 86.5 % NEMA Prem. 5⁄8 in 1 7⁄8 in 13 5⁄8 in Dayton 36VF93 36VF93 *†
3,505 143-5T/56HZ 230/460V AC 4.8/2.4 1.25 F Yes 85.5 % NEMA Prem. 7⁄8 in 2 1⁄4 in 12 3⁄4 in Dayton 2NKY1 2NKY1 *
1,750 143-5T/56HZ 230/460V AC 5.9-5.7/2.8 1.25 F Yes 86.5 % NEMA Prem. 7⁄8 in 2 1⁄4 in 12 13⁄16 in Dayton 2NKY3 2NKY3 *
3,510 182/4 208-230/460V AC 5.4/2.7 1.15 F Yes 84 % NEMA Prem. 7⁄8 in 2 1⁄4 in 15 7⁄8 in Dayton 36VF26 36VF26 *†
1,765 182/4 208-230/460V AC 6.0/3.0 1.15 F Yes 84 % NEMA Prem. 7⁄8 in 2 1⁄4 in 15 7⁄8 in Dayton 36VF25 36VF25 *†
1,165 182/4T 208-230/460V AC 6.6/3.3 1.15 F Yes 88.5 % NEMA Prem. 1 1⁄8 in 2 3⁄4 in 16 9⁄16 in Dayton 4GYY8 4GYY8 *
1,175 213/5 208-230/460V AC 6.3/3.1 1.15 F Yes 88.5 % NEMA Prem. 1 1⁄8 in 3 in 19 1⁄4 in Dayton 2N943 2N943 *†

3

3,510 143-5T/56HZ 208-230/460V AC 7.2/3.6 1.25 F — 86.5 % NEMA Prem. 7⁄8 in 2 in 13 in Dayton 41D774 41D774 *†
3,510 182/4 208-230/460V AC 7.6/3.8 1.15 F Yes 85.5 % NEMA Prem. 7⁄8 in 2 1⁄4 in 15 7⁄8 in Dayton 36VF27 36VF27 *†
1,765 182/4T 208-230/460V AC 7.6/3.8 1.15 F Yes 89.5 % NEMA Prem. 1 1⁄8 in 2 3⁄4 in 17 15⁄16 in Dayton 36VF28 36VF28 *†
3,540 182T/4T 208-230/460V AC 7.8/3.9 1.15 F Yes 87.5 % NEMA Prem. 1 1⁄8 in 2 3⁄4 in 14 7⁄8 in Dayton 2NKY7 2NKY7 *
1,770 213/5 208-230/460V AC 7.8/3.9 1.15 F Yes 87.5 % NEMA Prem. 1 1⁄8 in 3 in 18 15⁄16 in Dayton 36VE86 36VE86 *†
1,170 213/5 208-230/460V AC 8.9/4.5 1.15 F Yes 89.5 % NEMA Prem. 1 1⁄8 in 3 in 19 1⁄4 in Dayton 2N944 2N944 *†
1,175 213/5T 208-230/460V AC 8.3/4.1 1.15 F Yes 89.5 % NEMA Prem. 1 3⁄8 in 3 3⁄8 in 19 5⁄16 in Dayton 36VF29 36VF29 *†

5

3,500 182/4T 208-230/460V AC 11.8/5.9 1.15 F Yes 89.5 % NEMA Prem. 1 1⁄8 in 2 3⁄4 in 17 15⁄16 in Dayton 36VF04 36VF04 *†
1,750 182/4T 208-230/460V AC 13.0/6.4 1.15 F Yes 89.5 % NEMA Prem. 1 1⁄8 in 2 3⁄4 in 17 15⁄16 in Dayton 36VF05 36VF05 *†
3,485 213/5 230/460V AC 12.4/6.2 1.15 F Yes 88.5 % NEMA Prem. 1 1⁄8 in 3 in 19 1⁄4 in Dayton 2N949 2N949 *†
1,770 213/5 208-230/460V AC 12.4/6.2 1.15 F Yes 87.5 % NEMA Prem. 1 1⁄8 in 3 in 18 1⁄2 in Dayton 36VE87 36VE87 *†
1,175 213/5T 208-230/460V AC 13.4/6.7 1.15 F Yes 89.5 % NEMA Prem. 1 3⁄8 in 3 3⁄8 in 20 1⁄16 in Dayton 36VF30 36VF30 *†
1,175 254/6U 208-230/460V AC 14.0/7.0 1.15 F Yes 89.5 % Standard 1 3⁄8 in 3 3⁄4 in 22 5⁄16 in Dayton 36VE90 36VE90 *†

7 1⁄2
3,540 213/5T 208-230/460V AC 17.6/8.8 1.15 F Yes 90.2 % NEMA Prem. 1 3⁄8 in 3 3⁄8 in 20 1⁄2 in Dayton 36VF31 36VF31 *†
1,770 213/5T 208-230/460V AC 18.1/9.0 1.15 F Yes 91.7 % NEMA Prem. 1 3⁄8 in 3 3⁄8 in 18 15⁄16 in Dayton 36VF32 36VF32 *†
1,770 254/6U 208-230/460V AC 18.4/9.2 1.15 F Yes 91.7 % NEMA Prem. 1 3⁄8 in 3 3⁄4 in 23 1⁄8 in Dayton 2N938 2N938 *†

10
3,485 213/5T 208-230/460V AC 23.9/12.0 1.15 F Yes 91 % NEMA Prem. 1 3⁄8 in 3 3⁄8 in 20 1⁄2 in Dayton 4GYZ7 4GYZ7 *
1,755 213/5T 230/460V AC 24.4/12.2 1.15 F Yes 91.7 % NEMA Prem. 1 3⁄8 in 3 3⁄8 in 19 5⁄16 in Dayton 36VF33 36VF33 *†

Totally Enclosed Fan-Cooled with Cast Iron Frame

1

3,475 143T 230/460V AC 2.8/1.40 1.15 F Yes 80 % NEMA Prem. 7⁄8 in 2 1⁄4 in 12 5⁄16 in Dayton 2MXT3 2MXT3
1,760 143T 230/460V AC 2.9/1.50 1.25 F — 84 % NEMA Prem. 7⁄8 in 2 1⁄4 in 13 3⁄8 in Weg 00118ET3E143T-W22 6AHZ7
1,745 143T 230/460V AC 2.7/1.40 1.15 F Yes 85.5 % NEMA Prem. 7⁄8 in 2 1⁄4 in 12 5⁄16 in Dayton 2MXT4 2MXT4
1,160 145T 230/460V AC 3.2/1.60 1.15 F Yes 82.5 % NEMA Prem. 7⁄8 in 2 1⁄4 in 13 5⁄16 in Dayton 2MXT5 2MXT5
1,160 145T 230/460V AC 3.5/1.70 1.25 F — 82.5 % NEMA Prem. 7⁄8 in 2 1⁄4 in 13 3⁄8 in Weg 00112ET3E145T-W22 6AHZ6
875 182T 230/460V AC 4.6/2.3 1.25 F — 78.5 % NEMA Prem. 1 1⁄8 in 2 3⁄4 in 15 7⁄8 in Weg 00109ET3E182T-W22 6AHZ5
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3,485 143T 230/460V AC 3.9/1.9 1.15 F Yes 84 % NEMA Prem. 7⁄8 in 2 1⁄4 in 12 5⁄16 in Dayton 2MXT6 2MXT6
3,480 143T 230/460V AC 3.9/2.00 1.25 F — 84 % NEMA Prem. 7⁄8 in 2 1⁄4 in 13 3⁄8 in Weg 00156ET3E143T-W22 6AHZ9
1,755 145T 230/460V AC 4.0/2.00 1.25 F — 86.5 % NEMA Prem. 7⁄8 in 2 1⁄4 in 13 3⁄8 in Weg 00158ET3E145T-W22 6AJA0
1,740 145T 230/460V AC 4.0/2.00 1.15 F Yes 86.5 % NEMA Prem. 7⁄8 in 2 1⁄4 in 13 5⁄16 in Dayton 2MXT7 2MXT7
865 182/4T 230/460V AC 5.4/2.7 1.25 F — 82.5 % NEMA Prem. 1 1⁄8 in 2 3⁄4 in 15 7⁄8 in Weg 00159ET3E184T-W22 6AJA1

1,180 182T 230/460V AC 4.7/2.4 1.15 F Yes 86.5 % NEMA Prem. 1 1⁄8 in 2 3⁄4 in 14 11⁄16 in Dayton 2MXT8 2MXT8
1,170 182T 230/460V AC 5.1/2.5 1.25 F — 87.5 % NEMA Prem. 1 1⁄8 in 2 3⁄4 in 15 7⁄8 in Weg 00152ET3E182T-W22 6AHZ8

2

3,480 145T 230/460V AC 5.0/2.5 1.15 F Yes 85.5 % NEMA Prem. 7⁄8 in 2 1⁄4 in 13 5⁄16 in Dayton 2MXT9 2MXT9
3,475 145T 230/460V AC 5.1/2.6 1.25 F — 85.5 % NEMA Prem. 7⁄8 in 2 1⁄4 in 13 3⁄8 in Weg 00236ET3E145T-W22 6AJA5
1,755 145T 230/460V AC 5.5/2.8 1.25 F — 86.5 % NEMA Prem. 7⁄8 in 2 1⁄4 in 13 3⁄8 in Weg 00218ET3E145T-W22 6AJA4
1,730 145T 230/460V AC 5.0/2.5 1.15 F Yes 86.5 % NEMA Prem. 7⁄8 in 2 1⁄4 in 13 5⁄16 in Dayton 2MXU1 2MXU1
1,180 184T 230/460V AC 6.1/3.1 1.15 F Yes 88.5 % NEMA Prem. 1 1⁄8 in 2 3⁄4 in 15 3⁄4 in Dayton 2MXU2 2MXU2
1,170 184T 230/460V AC 6.44/3.22 1.25 F — 88.5 % NEMA Prem. 1 1⁄8 in 2 3⁄4 in 15 7⁄8 in Weg 00212ET3E184T-W22 6AJA3
875 213T 230/460V AC 6.8/3.4 1.25 F — 85.5 % NEMA Prem. 1 3⁄8 in 3 3⁄8 in 19 1⁄2 in Weg 00209ET3E213T-W22 6AJA2

3

3,515 182T 230/460V AC 7.3/3.6 1.25 F — 86.5 % NEMA Prem. 1 1⁄8 in 2 3⁄4 in 15 7⁄8 in Weg 00336ET3E182T-W22 6AJA9
3,500 182T 230/460V AC 7.4/3.7 1.15 F Yes 86.5 % NEMA Prem. 1 1⁄8 in 2 3⁄4 in 14 11⁄16 in Dayton 2MXU3 2MXU3
1,760 182T 230/460V AC 7.6/3.8 1.15 F Yes 89.5 % NEMA Prem. 1 1⁄8 in 2 3⁄4 in 14 11⁄16 in Dayton 2MXU4 2MXU4
1,760 182T 230/460V AC 7.8/3.9 1.25 F — 89.5 % NEMA Prem. 1 1⁄8 in 2 3⁄4 in 15 7⁄8 in Weg 00318ET3E182T-W22 6AJA8
1,180 213T 230/460V AC 8.4/4.3 1.15 F Yes 89.5 % NEMA Prem. 1 3⁄8 in 3 3⁄8 in 18 in Dayton 2MXU5 2MXU5
1,175 213T 230/460V AC 8.8/4.4 1.25 F — 89.5 % NEMA Prem. 1 3⁄8 in 3 3⁄8 in 19 1⁄2 in Weg 00312ET3E213T-W22 6AJA7
870 215T 230/460V AC 9.1/4.6 1.25 F Yes 85.5 % NEMA Prem. 1 3⁄8 in 3 3⁄8 in 19 1⁄2 in Weg 00309ET3E215T-W22 6AJA6

5

3,500 184T 230/460V AC 12.0/6.0 1.15 F Yes 88.5 % NEMA Prem. 1 1⁄8 in 2 3⁄4 in 16 3⁄16 in Dayton 2MXU6 2MXU6
3,485 184T 230/460V AC 11.8/5.90 1.25 F — 88.5 % NEMA Prem. 1 1⁄8 in 2 3⁄4 in 15 7⁄8 in Weg 00536ET3E184T-W22 6AJC3
1,755 184T 230/460V AC 12.9/6.5 1.25 F — 89.5 % NEMA Prem. 1 1⁄8 in 2 3⁄4 in 15 7⁄8 in Weg 00518ET3E184T-W22 6AJC2
1,750 184T 230/460V AC 12.4/6.2 1.15 F Yes 89.5 % NEMA Prem. 1 1⁄8 in 2 3⁄4 in 15 3⁄4 in Dayton 2MXU7 2MXU7
1,175 215T 208-230/460V AC 13.8/6.9 1.15 F Yes 89.5 % NEMA Prem. 1 3⁄8 in 3 3⁄8 in 19 1⁄2 in Dayton 2MXU8 2MXU8
1,170 215T 230/460V AC 13.7/6.8 1.25 F — 89.5 % NEMA Prem. 1 3⁄8 in 3 3⁄8 in 19 1⁄2 in Weg 00512ET3E215T-W22 6AJC1
882 254T 230/460V AC 15.2/7.6 1.25 F — 87.5 % NEMA Prem. 1 5⁄8 in 4 in 24 15⁄16 in Weg 00509ET3E254T-W22 6AJC0

7 1⁄2

3,520 213T 230/460V AC 17.5/8.8 1.25 F — 89.5 % NEMA Prem. 1 3⁄8 in 3 3⁄8 in 19 1⁄2 in Weg 00736ET3E213T-W22 6AJC6
3,510 213T 230/460V AC 17.8/8.9 1.15 F Yes 89.5 % NEMA Prem. 1 3⁄8 in 3 3⁄8 in 18 in Dayton 2MXU9 2MXU9
1,770 213T 230/460V AC 19.6/9.8 1.15 F Yes 91.7 % NEMA Prem. 1 3⁄8 in 3 3⁄8 in 18 in Dayton 2MXV1 2MXV1
1,765 213T 230/460V AC 18.4/9.2 1.25 F — 91.7 % NEMA Prem. 1 3⁄8 in 3 3⁄8 in 19 1⁄2 in Weg 00718ET3E213T-W22 6AJC5
1,175 254T 230/460V AC 19.0/9.48 1.25 F — 91 % NEMA Prem. 1 5⁄8 in 4 in 24 15⁄16 in Weg 00712ET3E254T-W22 6AJC4
1,165 254T 230/460V AC 20.9/10.4 1.15 F Yes 91 % NEMA Prem. 1 5⁄8 in 4 in 23 11⁄16 in Dayton 2MXV2 2MXV2

10

3,510 215T 230/460V AC 23.2/11.6 1.25 F — 90.2 % NEMA Prem. 1 3⁄8 in 3 3⁄8 in 19 1⁄2 in Weg 01036ET3E215T-W22 6AJC9
3,505 215T 230/460V AC 23.0/11.5 1.15 F Yes 90.2 % NEMA Prem. 1 3⁄8 in 3 3⁄8 in 19 1⁄2 in Dayton 2MXV3 2MXV3
1,770 215T 230/460V AC 25.8/12.9 1.15 F Yes 91.7 % NEMA Prem. 1 3⁄8 in 3 3⁄8 in 19 1⁄2 in Dayton 2MXV4 2MXV4
1,765 215T 230/460V AC 24.8/12.4 1.25 F — 91.7 % NEMA Prem. 1 3⁄8 in 3 3⁄8 in 19 1⁄2 in Weg 01018ET3E215T-W22 6AJC8
1,180 256T 230/460V AC 27.8/13.9 1.15 F Yes 91 % NEMA Prem. 1 5⁄8 in 4 in 25 7⁄16 in Dayton 2MXV5 2MXV5
1,175 256T 230/460V AC 26.6/13.3 1.25 F — 91 % NEMA Prem. 1 5⁄8 in 4 in 24 15⁄16 in Weg 01012ET3E256T-W22 6AJC7

15

1,765 254/6T 230/460V AC 36.0/18.0 1.25 F — 92.4 % NEMA Prem. 1 5⁄8 in 4 in 24 15⁄16 in Weg 01518ET3E254T-W22 6AJD1
3,540 254T 230/460V AC 35.5/17.7 1.15 F Yes 91 % NEMA Prem. 1 5⁄8 in 4 in 23 11⁄16 in Dayton 2MXV6 2MXV6
3,530 254T 230/460V AC 34.4/17.2 1.25 F — 91 % NEMA Prem. 1 5⁄8 in 4 in 24 15⁄16 in Weg 01536ET3E254T-W22 6AJD2
1,770 254T 230/460V AC 37.5/18.8 1.15 F Yes 92.4 % NEMA Prem. 1 5⁄8 in 4 in 26 1⁄16 in Dayton 2MXV7 2MXV7
1,175 284T 230/460V AC 35.8/17.9 1.25 F — 91.7 % NEMA Prem. 1 7⁄8 in 4 5⁄8 in 27 15⁄16 in Weg 01512ET3E284T-W22 6AJD0

20

3,535 256T 230/460V AC 47.3/23.6 1.15 F Yes 91 % NEMA Prem. 1 5⁄8 in 4 in 25 7⁄16 in Dayton 2MXV9 2MXV9
3,520 256T 230/460V AC 46.4/23.2 1.25 F — 91 % NEMA Prem. 1 5⁄8 in 4 in 24 15⁄16 in Weg 02036ET3E256T-W22 6AJD5
1,770 256T 230/460V AC 48.5/24.3 1.15 F Yes 93 % NEMA Prem. 1 5⁄8 in 4 in 27 13⁄16 in Dayton 2MXW1 2MXW1
1,765 256T 230/460V AC 48.2/24.1 1.25 F — 93 % NEMA Prem. 1 5⁄8 in 4 in 24 15⁄16 in Weg 02018ET3E256T-W22 6AJD4
1,175 286T 230/460V AC 48.4/24.2 1.25 F — 91.7 % NEMA Prem. 1 7⁄8 in 4 5⁄8 in 27 15⁄16 in Weg 02012ET3E286T-W22 6AJD3
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1,775 284T 230/460V AC 61.8/30.9 1.15 F Yes 93.6 % NEMA Prem. 1 7⁄8 in 4 5⁄8 in 30 1⁄16 in Dayton 2MXW4 2MXW4
1,765 284T 230/460V AC 59.0/29.5 1.25 F — 93.6 % NEMA Prem. 1 7⁄8 in 4 5⁄8 in 27 15⁄16 in Weg 02518ET3E284T-W22 6AJD7
3,550 284TS 230/460V AC 58/29 1.15 F Yes 91.7 % NEMA Prem. 1 5⁄8 in 3 1⁄4 in 25 7⁄16 in Dayton 2MXW3 2MXW3
3,545 284TS 230/460V AC 57.0/28.5 1.25 F — 91.7 % NEMA Prem. 1 5⁄8 in 3 1⁄4 in 26 9⁄16 in Weg 02536ET3E284TS-W22 6AJD8
1,180 324T 230/460V AC 61.6/30.8 1.25 F — 93 % NEMA Prem. 2 1⁄8 in 5 1⁄4 in 31 1⁄8 in Weg 02512ET3E324T-W22 6AJD6

30

1,770 286T 230/460V AC 73.2/36.6 1.15 F Yes 93.6 % NEMA Prem. 1 7⁄8 in 4 5⁄8 in 31 1⁄4 in Dayton 2MXW7 2MXW7
1,765 286T 230/460V AC 70.2/35.1 1.25 F Yes 93.6 % NEMA Prem. 1 7⁄8 in 4 5⁄8 in 27 15⁄16 in Weg 03018ET3E286T-W22 6AJE0
3,550 286TS 230/460V AC 68.8/34.4 1.15 F Yes 91.7 % NEMA Prem. 1 5⁄8 in 3 1⁄4 in 28 15⁄16 in Dayton 2MXW6 2MXW6
3,535 286TS 230/460V AC 67.6/33.8 1.25 F Yes 91.7 % NEMA Prem. 1 5⁄8 in 3 1⁄4 in 26 9⁄16 in Weg 03036ET3E286TS-W22 6AJE1
1,180 326T 230/460V AC 72.4/36.2 1.25 F Yes 93 % NEMA Prem. 2 1⁄8 in 5 1⁄4 in 31 1⁄8 in Weg 03012ET3E326T-W22 6AJD9

* 60/50 Hz. † Usable at 200V at 1.0 SF. ‡ Complies with 2015 efficiency legislation for small-frame motors; see page 5 for more information.
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