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Heavy-Duty  
High Performance 
Direct-to-Metal 
Alkyd Enamel

 ▪ 7400 and V7400 systems

Offer excellent 1-coat coverage with durable 
finishes. Protect against rust, corrosion, 
chemicals, oil, chipping, cracking, and 
peeling. Good color and gloss retention.

SURFACES: Metal and steel

▶CHOOSE: Color Family: 
See Grainger.com for exact color

7400 
SYSTEM

V7400 
SYSTEM

Item
No.

Item
No.

Primers (1-gal. Cans)
Heavy-Duty Gray H7156 —
Quick-Dry Red, Quick-Dry Gray H7155 —
Fast Recoat Gray Primer, Fast Recoat Red Primer, Fast Recoat White Primer — H7159

Paint (1-gal. Cans)
Whites, Blacks, Grays, Blues, Reds, Greens, Browns, Yellows, Oranges H7153 —
Browns, Aluminum / Metallic, Clears, Reds, Blacks, 
Whites, Greens, Oranges, Grays, Blues, Yellows

— H7157

Paint (5-gal. Cans)
Blues, Browns, Grays, Greens, Whites, Yellows H7154 —
Reds, Greens, Blacks, Whites, Blues, Grays, Yellows — H7158

DRY TIME AND COVERAGE

Dry Time Coverage
VOC

Content
7400 System Primer
Heavy-Duty 5 to 10 hr 310 to 520 sq ft/gal <338g/L
Quick Dry Red 1 to 2 hr 290 to 585 sq ft/gal <450g/L
Quick Dry Gray 1 to 2 hr 300 to 600 sq ft/gal <450g/L

7400 System Paint
High Gloss 5 to 9 hr 230 to 390 sq ft/gal <450g/L
Semi-Gloss 5 to 9 hr 235 to 410 sq ft/gal <450g/L
Flat 5 to 9 hr 255 to 435 sq ft/gal <450g/L
Metallic 2 to 4 hr. 200 to 530 sq ft/gal <500g/L

V7400 System Primer
Fast Recoat 4 to 5 hr 300 to 550 sq ft/gal <340g/L

V7400 System Paint
High Gloss 4 to 8 hr 230 to 450 sq ft/gal <340g/L
Semi-Gloss 4 to 8 hr 230 to 450 sq ft/gal <340g/L
Flat 4 to 8 hr 275 to 510 sq ft/gal <340g/L
Metallic 5 to 9 hr 330 to 530 sq ft/gal <500g/L

Commercial  
Direct-To-Metal 
Alkyd Enamel

 ▪ C740 and CV740 systems

Ready-to-use, high-hide formula is for 
everyday and provides rust protection. 
Provide good, fast-drying metal protection 
against corrosion, chipping, fading, peeling, 
wear, abrasion, and are easy-to-maintain.

SURFACES: Metal, steel

▶CHOOSE: Color Finish
Item
No.

C740 System
Interior/Exterior Paint (1-gal. Cans)
Safety Yellow Gloss 6DNV6

CV740 System
Primer (1-gal. Cans)
Red, White Flat H7179

Interior/Exterior Paint (1-gal. Cans)
Silver Gray, Dunes Tan, Safety Blue, Black, Navy 
Gray, White, Safety Red, Safety Yellow

Gloss H7178

Black Flat H7178

DRY TIME AND COVERAGE
C740 Paint CV740 Primer CV740 Paint

Dry Time: 8 to 12 hr 8 to 12 hr 8 to 12 hr
Coverage: 265 to 440 sq ft/gal 300 to 650 sq ft 255 to 435 sq ft/gal
VOC Content: <400g/L <100g/L <100g/L

High Performance 
Food and Beverage 
Alkyd Enamel

 ▪ 8400 and V8400 systems 

For use where resistance to constant 
humidity and repeated scrubbing with 
detergents is desired. Help prevent mold 
and mildew growth in the dried paint 
film. Suitable for food processing plants, 
shower and locker rooms, freshwater 
and wastewater treatment plants, 
tanneries, and laundries. Can be applied 
to surfaces as cold as 18°F.

SURFACES: Metal and wood

Description
Item
No.

8400 System Food/Beverage Coating (1-gal. Can)
Gloss White Primer 6A395
High Gloss Dairy White Paint 6A396

V8400 System Food/Beverage Coating (1-gal. Can)
Flat White Primer 10Z891
High Gloss Dairy White  Paint 10Z892
Safety Yellow Paint 40N163

DRY TIME AND COVERAGE
8400 

System Primer
8400 

System Paint
V8400 

System Primer
V8400 

System Paint
Dry Time: 4 to 6 hr 4 to 6  hr 4 to 5 hr 4 to 8 hr
Coverage: 220 to 380 sq ft/gal 265 to 575 sq ft/gal 330 to 550 sq ft/gal 250 to 425 sq ft/gal
VOC Content: 201g/L Less Than 450g/L <340g/L Less Than 340g/L

Iron Guard  
Interior/Exterior 
Paint
Paint is suitable for use on steel, 
aluminum, galvanizing, concrete, 
masonry, wood, and zinc-rich 
primers. Apply with a brush, roll, 
or airless conventional spray.

3VZH8

Color Size
Paint 

Base Type Finish Coverage VOC Content
Dry Time 
Recoat

Item
No.

Safety Orange 1 gal Water Gloss 218 to 136 sq ft/gal Less Than 100g/L 4 hr 3VZH8
White 1 gal Water Gloss 218 to 136 sq ft/gal Less Than 100g/L 4 hr 3VZG5

High Performance 
Cold Galvanizing 
Compound

 ▪ 7000 system 
 ▪ Dry time: 1 to 2 hr.
 ▪ Coverage: 310 to 440 sq. ft./gal.
 ▪ VOC content: <500 g/L

Contains 95% pure zinc for ultimate 
galvanic protection. Excellent adhesion to 
galvanized metal for maximum corrosion 
protection.

SURFACES: Bare sheet metal, production 
welds, galvanized metal

Color Size
Item
No.

Gray 1 qt 3BU17
Gray 1 gal 3BU16

3BU17

H7178

H7153

6A396


