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Emergency Combination Drench 
Shower/Eyewash Stations

 ▪ Meet ANSI Z358.1-2014

Two spray heads deliver water for rinsing eyes. Each head has 
a dust cover, flow control, and filter to remove impurities from 
water. Feature 10"-dia. shower head, 11 1⁄2" eyewash bowl, 
and chrome-plated brass stay-open ball valves. Furnished 
with stainless steel actuating arm and 29" stainless steel pull 
rod. Include ANSI-Compliant sign and inspection tag.

Showerhead 
Material

Eye Wash 
Bowl Material Color

Item
No.

ABS Plastic
ABS Plastic

Yellow 49EV45
Green 49EV53

Stainless Steel
Yellow 49EV44
Green 49EV52

4R979
3NY86

2LVK6

Description
Mfr.

Model
Item
No.

Deck Mount
Single Head Drench Hose with 8 ft Reinforced PVC Hose G5020 2LVK8
Dual Head Drench Hose with 8 ft Reinforced PVC Hose G5022 2LVK5
Push Handle Eyewash, Right Hand Mount G1806 2LVK2
Push Handle Eyewash, Left Hand Mount G1806LH 2LVK3
Swing Activated Eyewash, Right Hand Mount G1805 2LVJ9
Swing Activated Eyewash, Left Hand Mount G1805LH 2LVK1
Swing-Down Activated Eyewash, Right Hand Mount G1849 2LVK4

Wall-Mount
Single Head Drench Hose with 8 ft Reinforced PVC Hose G5025 2LVK9
Dual Head Drench Hose with 8 ft Reinforced PVC Hose G5026 2LVK6
Dual Head Drench Hose with 12 ft Nylon Hose G5046 2LVK7

2LVK5

Emergency Drench Showers
 ▪ Meet ANSI Z358.1-2014

Designed to rinse off the entire body. Furnished 
with a showerhead, stainless steel pull rod, and 
ANSI-Compliant identification sign.

Barrier-Free Drench Shower—Shower pull rod 
is longer and unit extends out to accommodate 
people with physical disabilities.

 ▪ Meets ANSI 117.1, ADA Compliant

2LVH2

Description
Showerhead 

Material
Mfr.

Model
Item
No.

Drench Showers

Wall Mount
ABS Plastic G1643 2LVG8

Stainless Steel G1643SSH 2LVG9
Wall Mount (All Stainless Steel) Stainless Steel G1691 2LVH1

Ceiling Mount
ABS Plastic G1635 2LVH2

Stainless Steel G1635SSH 2LVH3
Ceiling Mount (All Stainless Steel) Stainless Steel G1692 2LVH4

Barrier-Free Drench Shower
Wall Mount ABS Plastic GBF1643 2LVL6

Emergency 
Drench Showers

 ▪ Meet ANSI Z358.1-2014

Designed to rinse the entire body. Compact showerhead 
activates with stainless steel triangular pull rod. Identification 
sign and inspection tag included. Shower Tester 3T955 keeps 
showers in compliance with ANSI Standards. 3-ply vinyl 
laminate funnel with weighted bottom. Telescoping handle 
extends funnel up to 6 ft.

4R951

Description
Showerhead 

Material
Mfr.

Model
Item
No.

Drench Showers
Wall Mount Plastic S19-120 2P268
Wall Mount with Stainless Steel Shroud Plastic S19-120A 4R951
Ceiling Mount Plastic S19-130 4T007
Ceiling Mount with Stainless Steel Shroud Plastic S19-130A 4R955

Emergency Shower Tester
84"L x 15"W — S19-330ST 3T955

49EV43

Emergency Deck and Wall-Mount 
Eyewashes and Drench Hose/Eyewashes

 ▪ Meet ANSI Z358.1-2014

Drench hose/eyewash units feature ABS plastic spray heads; chrome-plated 
valve stays open. All other eyewashes mount on counter or wall near sink; iden-
tification sign and inspection tag included. Swing-activated and swing-down 
eyewashes provide a precise 20° activation and deactivation angle.

Description
Mfr.

Model
Item
No.

Deck Mount Drench Hose and Eyewash
Single Head with 8 ft Hose S19-460 5T278
Twin Head with 8 ft Hose S19-460EFW 4R979

Deck Mount Eyewash
Push Handle, Right Hand Mount S19-270B 4T012
Push Handle, Left Hand Mount S19-270BL 3DUT5
Swing Activated, Right or Left Hand Mount S19-270C 4YF97

Deck/Wall Mount Eyewash
Swing Down Activated, Right or Left Hand Mount S19-270HD 3NY86

Deck Mount Eye/Face Wash
Swing Activated, Right or Left Hand Mount S19-270E 3DUT7
Swing Down Activated, Right or Left Hand Mount S19-270JD 3DUT6

Wall-Mount Drench Hose
Single Head with 8 ft Hose S19-430A 4T014

Wall-Mount Drench Hose and Eyewash
Twin Head with 12 ft Hose S1944011ABC 4R977
Twin Head with Push Handle and 12 ft Hose S1944022ABC 3DUT8

4T012

Emergency Drench 
Showers

 ▪ Meet ANSI Z358.1-2014

Drench showers for wall or ceiling mounting. 
Feature 10"-dia. shower head and 1" IPS 
chrome-plated brass stay-open ball valve. 
Furnished with stainless steel actuating arm 
and 29" stainless steel pull rod. Include ANSI 
Compliant sign and inspection tag.

Description
Shower Head

Material Color
Item
No.

Wall Mount
ABS Plastic Yellow 49EV43
ABS Plastic Green 49EV51

Ceiling Mount
ABS Plastic Yellow 49EV42
ABS Plastic Green 49EV50

49EV44

Emergency Deck 
and Wall-Mount 
Eyewashes and Drench 
Hose/Eyewashes

 ▪ Meet ANSI Z358.1-2014

Single- and dual-head units with hose 
can be removed from holder to use as 
drench hose. Dual-head units are also fixed 
eyewashes. All other units are designed for 
mounting on deck next to sink, except 2LVK4 
mounts behind sink. Dual-head models 
feature stay-open valve handle locking clip. 
Swing-activated eyewashes swivel out 90° 
to operational position. All include ANSI 
Compliant identification sign.


