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Intrusion System Control Panels
 ▪ Up to 16 user codes
 ▪ Supports up to 7 keypads
 ▪ EZ Programming at keypad
 ▪ 256 event logging

54TR41

Item For Use With
Mfr.
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Item
No.

Hybrid Wireless Control Panel — GEM-SS311PAK 54TR40
Panel Pack Gemini Series RP1CAE2 816PREMPAK 54TR28
Control Panel Mfr. No. GEM-RP1CAE2 GEMP1632INTROPK 54TR41

Gemini hybrid controls feature multiplex 
expandability using built-in EZMs in custom 
alpha keypads or 8-zone expansion modules.

Fire Alarm Output Devices
Signals are hardwired from a control panel (sold 
separately).

Bell and Chime Strobe—Use Fire Bell and Horn for 
audible signaling of a fire. Use Chimes in private areas 
where attendant will take necessary action. For loud 
areas and where occupants use hearing protection or 
are hearing impaired. For indoor applications.

Outdoor Horn Strobe—Use strobe with an installed 
fire alarm panel and detection devices. For outdoor 
applications. Must be installed with Weatherproof Back 
Box 5KDF8, available on Grainger.com.

5KDG2

5KDF9
5KDF7

38GU98
16X256

21HN50

Mounting
Max. Alarm

Current
Flash

(Candela)
Peak Output

(dBA) Voltage W Brand

Red White
Mfr.

Model
Item
No.

Mfr.
Model

Item
No.

Bell
Wall — — 85 dB 24V AC 6 in Wheelock CN121062 38GU98 — —
Wall — — 85 dB 115V AC 6 in Wheelock CN121063 38GU99 — —
Wall — — 88 dB 115V AC 10 in Wheelock CN121065 38GV02 — —

Chime Strobe

Flush or Surface
154 to 383mA FWR, 

99 to 277mA DC
15/30/75/110 78.6 24V DC, FWR 2 3⁄4 in Edwards Signaling EG1R-CVM 1EYA6 EG1-CVM 16X346

Flush or Surface
154 to 383mA FWR, 

99 to 277mA DC
15/30/75/110 78.6 24V DC, FWR 2 3⁄4 in Edwards Signaling EG1RF-CVM 16X348 EG1F-CVM 16X347

ELUXA STROBE

Ceiling — —
75 dBA, 79 dBA, 82 

dBA, 85 dBA, 87 dBA
24 V, 25 V, 70 V 6.27 in Eaton ELSPSTRC 797FF4 ELSPSTWC 797FF5

Hazardous Location Horn Diode Polarized
— .16A — 97 20 to 24V DC 7 5⁄16 in Edwards Signaling 889D-AW 5KDG2 — —

Horn
Surface or Flush 40mA — 85 24V DC, FWR Edwards Signaling 2447TH-R 13T110 — —
Surface or Flush 40mA — 85 24V DC, FWR Edwards Signaling — — 2447TH-W 16X256

Wall 10 to 29mA DC — 80 12 to 24V 2 7⁄8 in System Sensor MHR 21HN44 MHW 21HN42
Wall — — 70 to 88dB, 88 to 99dB 12 to 24V DC 5.25 in Wheelock CN121067 38GV03 CN121068 38GV04
Wall — — 99 dB 12 to 24V DC 4.5 in Wheelock CN121091 38GV28 CN121092 38GV29

Horn Strobe
— 0.190 15/75 85 24V DC, FWR 5 1⁄2 in Edwards Signaling 2452THS-15/75-R 5KDF9 — —
— 0.369 110 85 24V DC, FWR 5 1⁄2 in Edwards Signaling 2452THS-110-R 5KDG0 — —

Wall — — 99 dB 12 to 24V DC 4.5 in Wheelock CN121083 38GV20 — —
Ceiling — — 99 dB 12 to 24V DC 6.6875 in Wheelock CN121087 38GV24 CN121089 38GV26
Wall — — 68 to 96dB, 79 to 101dB 12 to 24V DC 4.5 in Wheelock — — CN121085 38GV22

Outdoor Horn Strobe
Wall 88mA to 218mA (DC Max) 15 to 115 Selectable 88 12 to 24V DC 4 3⁄4 in System Sensor P2RK 14N225 — —
Wall 272 a 355mA CD 15/30/75/95/110/115 99 120V AC 5 1⁄8 in System Sensor P2RHK-120 21HN50 — —

Outdoor Wall Horn
Wall 207 to 286mA DC — 101 12 to 24V 4 11⁄16 in System Sensor HRK 21HN51 — —

Speaker
Ceiling — — 87 dB 25/70 Vrms 7.2656 in Wheelock ELSPKRC 38GV14 ELSPKWC 38GV15

Strobe
— 150mA DC, 210mA FWR 15/75 24V DC, FWR 4 1⁄2 in Edwards Signaling CS405-7A-T 5KDF7 — —

Wall — — 12 to 24V DC 4 1⁄2 in Wheelock CN121084 38GV21 — —
Wall — — 12 to 24V DC 4 37⁄64 in Wheelock — — CN121086 38GV23

Surface Box
Surface — — — Edwards Signaling 2459-SMB 16X257 2459-SMB 16X258

Trim Plate
— — — — 24V DC, FWR 4 15⁄16 in Edwards Signaling EG1RT 1EYB2 — —

Weatherproof Box
Surface — — — Edwards Signaling 2459-WPB 13T114 2459-WPB 16X259


