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Extended-Length 
U-Bolts

 ▪ Include 4 nuts

Thread
Size

Thread 
Length

Inside 
Length Finish

Item
No.

Pkg.
Qty.

304 Stainless Steel
1⁄2 in Pipe Size, 7⁄8 in Inside Width

1⁄4"-20 2 1⁄2 in 2 15⁄16 in Plain 5ZA76 1
1⁄2 in Pipe Size, 15⁄16 in Inside Width

3⁄8"-16 2 3⁄8 in 3 in Plain 5ZA82 1
3⁄4 in Pipe Size, 1 1⁄8 in Inside Width

1⁄4"-20 2 1⁄2 in 3 3⁄16 in Plain 5ZA78 1
3⁄8"-16 2 3⁄8 in 3 5⁄16 in Plain 5ZA84 1

1 in Pipe Size, 1 3⁄8 in Inside Width
1⁄4"-20 2 1⁄2 in 3 7⁄16 in Plain 5ZA80 1
3⁄8"-16 2 3⁄8 in 3 7⁄16 in Plain 5ZA86 1

1 1⁄4 in Pipe Size, 1 11⁄16 in Inside Width
3⁄8"-16 2 3⁄8 in 3 23⁄32 in Plain 5ZA88 1

1 1⁄2 in Pipe Size, 2 in Inside Width
3⁄8"-16 2 1⁄2 in 4 in Plain 5ZA90 1

2 in Pipe Size, 2 7⁄16 in Inside Width
3⁄8"-16 2 1⁄2 in 4 7⁄16 in Plain 5ZA92 1

2 1⁄2 in Pipe Size, 2 15⁄16 in Inside Width
1⁄2"-13 3 in 5 7⁄32 in Plain 5ZA94 1

3 in Pipe Size, 3 9⁄16 in Inside Width
1⁄2"-13 3 in 5 3⁄4 in Plain 5ZA96 1

4 in Pipe Size, 4 9⁄16 in Inside Width
1⁄2"-13 3 in 6 3⁄4 in Plain 5ZB10 1

5 in Pipe Size, 5 5⁄8 in Inside Width
1⁄2"-13 3 in 7 13⁄16 in Plain 5ZB12 1

6 in Pipe Size, 6 3⁄4 in Inside Width
5⁄8"-11 3 3⁄4 in 9 1⁄2 in Plain 5ZB14 1

8 in Pipe Size, 8 3⁄4 in Inside Width
5⁄8"-11 3 3⁄4 in 11 1⁄8 in Plain 5ZB16 1

10 in Pipe Size, 10 7⁄8 in Inside Width
3⁄4"-10 4 in 13 13⁄16 in Plain 5ZB18 1

12 in Pipe Size, 12 7⁄8 in Inside Width
7⁄8"-9 4 1⁄4 in 16 1⁄16 in Plain 5ZB20 1

14 in Pipe Size, 14 1⁄8 in Inside Width
7⁄8"-9 4 1⁄4 in 17 5⁄16 in Plain 5ZB22 1

Steel
1⁄2 in Pipe Size, 7⁄8 in Inside Width

1⁄4"-20
2 1⁄2 in 2 15⁄16 in GALV 31KF33 1
2 1⁄2 in 2 15⁄16 in Zinc Plated32TG74 5

1⁄2 in Pipe Size, 15⁄16 in Inside Width

3⁄8"-16
2 3⁄8 in 3 in GALV 31KF34 1
2 3⁄8 in 3 in Zinc Plated32TG77 5

3⁄4 in Pipe Size, 1 1⁄8 in Inside Width
1⁄4"-20 2 1⁄2 in 3 3⁄16 in Zinc Plated32TG75 5

3⁄8"-16
2 3⁄8 in 3 5⁄16 in Zinc Plated32TG78 5
2 3⁄8 in 3 5⁄16 in Plain 32TH35 5

1 in Pipe Size, 1 3⁄8 in Inside Width
1⁄4"-20 2 1⁄2 in 3 7⁄16 in Zinc Plated32TG76 5

3⁄8"-16
2 3⁄8 in 3 7⁄16 in GALV 31KF35 1
2 3⁄8 in 3 7⁄16 in Zinc Plated32TG79 5
2 3⁄8 in 3 7⁄16 in Plain 32TH36 5

1 1⁄4 in Pipe Size, 1 11⁄16 in Inside Width

3⁄8"-16
2 3⁄8 in 3 23⁄32 in GALV 31KF36 1
2 3⁄8 in 3 23⁄32 in Zinc Plated32TG80 5
2 3⁄8 in 3 23⁄32 in Plain 32TH37 5

Square-Bend 
U-Bolts

 ▪ Include 2 washers 
and 2 nuts

Inside Width
Inside 
Length

Thread
Size

Thread 
Length

Item
No.

304 Stainless Steel Plain

2 in
3 in 3⁄8"-16 1 1⁄2 in 5YY62
5 in 3⁄8"-16 3 in 5YY64
7 in 3⁄8"-16 3 3⁄4 in 5YY66

4 in
3 in 3⁄8"-16 1 1⁄2 in 5YY68

4 5⁄8 in 3⁄8"-16 3 in 5YY70
7 in 3⁄8"-16 3 3⁄4 in 5YY72

6 in
5 in 3⁄8"-16 3 in 5YY74
7 in 3⁄8"-16 3 3⁄4 in 5YY76
9 in 3⁄8"-16 5 5⁄8 in 5YY78

8 in
5 in 3⁄8"-16 3 in 5YY80
9 in 3⁄8"-16 5 5⁄8 in 5YY84

Steel Hot Dipped Galvanized

2 in
3 in 3⁄8"-16 1 1⁄2 in 31KG05
5 in 3⁄8"-16 3 in 31KG06
7 in 3⁄8"-16 3 3⁄4 in 31KG07

4 in
3 in 3⁄8"-16 1 1⁄2 in 31KG08
5 in 3⁄8"-16 3 in 31KG09
7 in 3⁄8"-16 3 3⁄4 in 31KG10

6 in
5 in 3⁄8"-16 3 in 31KG11
7 in 3⁄8"-16 3 3⁄4 in 31KG12
9 in 3⁄8"-16 5 5⁄8 in 31KG13

Steel Zinc Plated

2 in

3 in 3⁄8"-16 1 1⁄2 in 5YY38
3 in 5⁄16"-18 1 1⁄2 in 31KG02

4 5⁄8 in 3⁄8"-16 3 in 5YY40
5 in 5⁄16"-18 3 in 31KG03

6 5⁄8 in 3⁄8"-16 3 3⁄4 in 5YY42
3 in 7 in 3⁄8"-16 3 3⁄4 in 31KG04

4 in
3 in 3⁄8"-16 1 1⁄2 in 5YY44
5 in 3⁄8"-16 3 in 5YY46
7 in 3⁄8"-16 3 3⁄4 in 5YY48

6 in
5 in 3⁄8"-16 3 in 5YY50
7 in 3⁄8"-16 3 3⁄4 in 5YY52
9 in 3⁄8"-16 5 5⁄8 in 5YY54

8 in
4 5⁄8 in 3⁄8"-16 3 in 5YY56

7 in 3⁄8"-16 3 3⁄4 in 5YY58
9 in 3⁄8"-16 5 5⁄8 in 5YY60

Cushioned 
U-Bolts

 ▪ Include 4 nuts
 ▪ 225 °F maximum temperature

Plastic cushion material absorbs friction, reduces vibration, and 
prevents corrosion from metal-to-metal contact.

Thread
Size Thread Length Inside Length

Item
No.

Steel
1⁄2 in Pipe Size, 15⁄16 in Inside Width

1⁄4"-20 2 1⁄8 in 2 3⁄4 in 4HYT4
3⁄4 in Pipe Size, 1 1⁄8 in Inside Width

1⁄4"-20 2 1⁄8 in 2 3⁄4 in 4HYT5
1 in Pipe Size, 1 3⁄8 in Inside Width

1⁄4"-20 2 1⁄8 in 2 3⁄4 in 4HYT6
1 1⁄4 in Pipe Size, 1 11⁄16 in Inside Width

3⁄8"-16 2 1⁄8 in 2 7⁄8 in 4HYT7
1 1⁄2 in Pipe Size, 2 in Inside Width

3⁄8"-16 2 1⁄2 in 3 in 4HYT8
2 in Pipe Size, 2 7⁄16 in Inside Width

3⁄8"-16 2 1⁄2 in 3 1⁄4 in 4HYT9
2 1⁄2 in Pipe Size, 2 15⁄16 in Inside Width

1⁄2"-13 3 in 3 3⁄4 in 4HYU1
3 in Pipe Size, 3 9⁄16 in Inside Width

1⁄2"-13 3 in 4 in 4HYU2
3 1⁄2 in Pipe Size, 4 1⁄16 in Inside Width

1⁄2"-13 3 in 4 1⁄4 in 4HYU3
4 in Pipe Size, 4 9⁄16 in Inside Width

1⁄2"-13 3 in 4 1⁄2 in 4HYU4
5 in Pipe Size, 5 5⁄8 in Inside Width

1⁄2"-13 3 in 5 in 4HYU5
6 in Pipe Size, 6 3⁄4 in Inside Width

5⁄8"-11 3 3⁄4 in 6 1⁄8 in 4HYU6
8 in Pipe Size, 8 3⁄4 in Inside Width

5⁄8"-11 3 3⁄4 in 7 1⁄8 in 4HYU7

Eye Nuts
Loads are based on a safety factor of 5-to-1.

Oval Round

Thread
Size

Working
Load Limit

Overall
Height

Thread 
Length Eye I.D. Brand

Item
No.

Oval
Stainless Steel Plain

3⁄8"-16 2,700 lb 2 1⁄2 in 5⁄8 in 1 1⁄4 in Ken Forging 3ZGZ2
1⁄2"-13 2,700 lb 2 1⁄2 in 5⁄8 in 1 1⁄4 in Ken Forging 3ZGZ3
5⁄8"-11 5,000 lb 3 in 3⁄4 in 1 1⁄2 in Ken Forging 3ZGZ4
3⁄4"-10 5,000 lb 3 in 3⁄4 in 1 1⁄2 in Ken Forging 3ZGZ5

Steel Black Oxide
3⁄8"-16 2,700 lb 2 1⁄2 in 5⁄8 in 1 1⁄4 in Ken Forging 3ZHF3
1⁄2"-13 2,700 lb 2 1⁄2 in 5⁄8 in 1 1⁄4 in Ken Forging 3ZHF4
5⁄8"-11 5,000 lb 3 in 3⁄4 in 1 1⁄2 in Ken Forging 3ZHF5
3⁄4"-10 5,000 lb 3 in 3⁄4 in 1 1⁄2 in Ken Forging 3ZHF6
7⁄8"-9 10,000 lb 5 in 1 in 2 1⁄4 in Ken Forging 3ZGL9
1"-8 10,000 lb 5 in 1 in 2 1⁄4 in Ken Forging 3ZGN1
7⁄8"-9 14,400 lb 3 31⁄32 in 1 11⁄32 in 1 5⁄8 in Ken Forging 3JWX9
1"-8 18,800 lb 4 27⁄32 in 1 11⁄16 in 1 3⁄4 in Ken Forging 3ZGU8

1 1⁄4"-7 29,400 lb 6 5⁄8 in 2 7⁄32 in 2 1⁄2 in Ken Forging 3ZGU9
1 1⁄2"-6 35,600 lb 6 5⁄8 in 2 7⁄32 in 2 1⁄2 in Ken Forging 3ZGV1

Round
Stainless Steel Plain
M10-1.50 — 45 mm 10 mm 25 mm — 1ZU42
M12-1.75 — 53 mm 11 mm 30 mm — 1ZU44
M16-2.0 — 62 mm 13 mm 35 mm — 1ZU46

Steel Zinc Plated
M6-1.0 154 lb 36 mm 8 1⁄2 mm 20 mm — 1ZU24

M8-1.25 308 lb 36 mm 8 1⁄2 mm 20 mm — 1ZU26
M10-1.50 506 lb 45 mm 10 mm 25 mm — 1ZU28
M12-1.75 748 lb 53 mm 11 mm 30 mm — 1ZU30
M16-2.0 1,540 lb 62 mm 13 mm 35 mm — 1ZU32

M20-2.50 2,640 lb 71 mm 16 mm 40 mm — 1ZU34
M30-3.50 7,920 lb 109 mm 25 mm 60 mm — 1ZU38

Thread
Size

Thread 
Length

Inside 
Length Finish

Item
No.

Pkg.
Qty.

1 1⁄2 in Pipe Size, 2 in Inside Width

3⁄8"-16
2 1⁄2 in 4 in GALV 31KF37 1
2 1⁄2 in 4 in Zinc Plated32TG81 5
2 1⁄2 in 4 in Plain 32TH38 5

2 in Pipe Size, 2 7⁄16 in Inside Width

3⁄8"-16
2 1⁄2 in 4 7⁄16 in GALV 31KF38 1
2 1⁄2 in 4 7⁄16 in Zinc Plated32TG82 5
2 1⁄2 in 4 7⁄16 in Plain 32TH39 5

2 1⁄2 in Pipe Size, 2 15⁄16 in Inside Width

1⁄2"-13
3 in 5 7⁄32 in GALV 31KF39 1
3 in 5 7⁄32 in Zinc Plated32TG83 5
3 in 5 7⁄32 in Plain 32TH40 5

3 in Pipe Size, 3 9⁄16 in Inside Width

1⁄2"-13
3 in 5 3⁄4 in GALV 31KF40 1
3 in 5 3⁄4 in Zinc Plated32TG84 5
3 in 5 3⁄4 in Plain 32TH41 5

3 1⁄2 in Pipe Size, 4 1⁄16 in Inside Width

1⁄2"-13
3 in 6 1⁄4 in GALV 31KF41 1
3 in 6 1⁄4 in Zinc Plated32TG85 5
3 in 6 1⁄4 in Plain 32TH42 5

4 in Pipe Size, 4 9⁄16 in Inside Width

1⁄2"-13
3 in 6 3⁄4 in GALV 31KF42 1
3 in 6 3⁄4 in Zinc Plated32TG86 5
3 in 6 3⁄4 in Plain 32TH43 5

5 in Pipe Size, 5 5⁄8 in Inside Width

1⁄2"-13
3 in 7 13⁄16 in GALV 31KF43 1
3 in 7 13⁄16 in Zinc Plated32TG87 5
3 in 7 13⁄16 in Plain 32TH44 5

6 in Pipe Size, 6 3⁄4 in Inside Width

5⁄8"-11
3 3⁄4 in 9 1⁄2 in GALV 31KF44 1
3 3⁄4 in 9 1⁄2 in Zinc Plated32TG88 1
3 3⁄4 in 9 1⁄2 in Plain 32TH45 1

8 in Pipe Size, 8 3⁄4 in Inside Width

5⁄8"-11
3 3⁄4 in 11 1⁄8 in GALV 31KF45 1
3 3⁄4 in 11 1⁄8 in Zinc Plated32TG89 1
3 3⁄4 in 11 1⁄8 in Plain 32TH46 1

10 in Pipe Size, 10 7⁄8 in Inside Width

3⁄4"-10
4 in 13 13⁄16 in Zinc Plated32TG90 1
4 in 13 13⁄16 in Plain 32TH47 1

12 in Pipe Size, 12 7⁄8 in Inside Width

7⁄8"-9
4 1⁄4 in 16 1⁄16 in Zinc Plated32TG91 1
4 1⁄4 in 16 1⁄16 in Plain 32TH48 1

14 in Pipe Size, 14 1⁄8 in Inside Width

7⁄8"-9
4 1⁄4 in 17 5⁄16 in Zinc Plated32TG92 1
4 1⁄4 in 17 5⁄16 in Plain 32TH49 1

16 in Pipe Size, 16 1⁄8 in Inside Width
7⁄8"-9 4 1⁄4 in 19 5⁄16 in Zinc Plated32TG93 1


