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MOTORS
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Scan. Order. Done.
Details on page A1.

3-Phase IEC Frame Metric Face/
Base- & Rigid Base-Mount Motors

 ▪ Rotation: CW/CCW
 ▪ Thermal protection: none
 ▪ Insulation: Class F
 ▪ Bearings: ball
 ▪ Max. ambient temp.: 40°C

Totally Enclosed 
Fan-Cooled

with Aluminum Frame
26VX23

Totally Enclosed 
Fan-Cooled

with Cast Iron Frame
10G858

HP
Nameplate

RPM Frame Voltage
Full Load

Amps

Motor
Service
Factor

Inverter 
Rated

Nom.
Efficiency

Motor
Efficiency

Group
Shaft
Dia. Shaft Length

Overall
Length Brand

Mfr.
Model

Item
No.

Totally Enclosed Fan-Cooled with Face/Base-Mount, Aluminum Frame
1⁄4 1,700 63C 230/460V AC 1.00/0.50 1.15 Yes 68 % Standard 11 mm 23 mm 217 mm Marathon 063T17FH5402 26VX23
1⁄3 1,130 80 230/460V AC 1.30/0.65 1.15 Yes 70 % Standard 14 mm 30 mm 240 mm Marathon 080T11FH5506 26VX67

1⁄2
1,695 71 230/460V AC 1.80/0.90 1.15 Yes 74 % Standard 14 mm 30 mm 240 mm Marathon 071T17FH5408 26VX28
1,695 71 230/460V AC 1.80/0.90 1.15 Yes 74 % Standard 14 mm 30 mm 240 mm Marathon 071T17FH5508 26VX64

1
1,740 80C 230/460V AC 3.0/1.50 1.15 — 85.5 % NEMA Prem. 19 mm 40 mm 302 mm Marathon 080T17FH15414 53UF66
1,740 80D 230/460V AC 3.0/1.50 1.15 — 85.5 % NEMA Prem. 19 mm 40 mm 302 mm Marathon 080T17FH15514 53UF68

1 1⁄2 1,755 90S 460V AC 2.1 1.25 — 86.5 % NEMA Prem. 24 mm 50 mm 329 mm Weg 13984005 482V66

2

1,755 90L 460V AC 2.8 1.25 — 86.5 % NEMA Prem. 24 mm 50 mm 329 mm Weg 13984012 482V72
1,745 90L 230/460V AC 5.4/2.7 1.15 Yes 86.5 % NEMA Prem. 24 mm 50 mm 326 mm Marathon 090LT17FH6419 26VX38
1,745 90L 230/460V AC 5.4/2.7 1.15 Yes 87.5 % NEMA Prem. 24 mm 50 mm 326 mm Marathon 090LT17FH6519 26VX74
3,485 90S 460V AC 2.7 1.25 — 85.5 % NEMA Prem. 24 mm 50 mm 329 mm Weg 13984008 482V70

3
3,500 90L 230/460V AC 7.2/3.6 1.15 Yes 87.5 % NEMA Prem. 24 mm 50 mm 326 mm Marathon 090LT34FH6420 26VX39
3,500 90L 230/460V AC 7.2/3.6 1.15 Yes 87.5 % NEMA Prem. 24 mm 50 mm 326 mm Marathon 090LT34FH6520 26VX75
3,480 90L 460V AC 3.9 1.25 — 86.5 % NEMA Prem. 24 mm 50 mm 329 mm Weg 13984021 482V77

7 1⁄2 3,545 132S 460V AC 9.0 1.25 — 89.5 % NEMA Prem. 38 mm 80 mm 490 mm Weg 13984840 482V88
Totally Enclosed Fan-Cooled with Face/Base-Mount, Cast Iron Frame

25
3,550 160L 460V AC 29.9 1.25 — 92.4 % NEMA Prem. 42 mm 110 mm 642 mm Weg 01836ET3Y160LFF-W22 10G894
1,775 180M 460V AC 30.6 1.25 — 93.6 % NEMA Prem. 42 mm 110 mm Weg 01818ET3Y180MFF-W22 10G893

30 1,775 180L 460V AC 36.0 1.25 — 93.6 % NEMA Prem. 42 mm 110 mm 702 mm Weg 02218ET3Y180LFF-W22 10G898
50 3,570 200L 460V AC 59.8 1.25 — 93.6 % NEMA Prem. 55 mm 110 mm 767 mm Weg 03736ET3Y200LFF-W22 10G904
75 3,600 250S/M 460V AC 80.3 1.25 — 94.5 % NEMA Prem. 60 mm 140 mm Weg 05536ET3Y250S/MFF-W2 10G909

Totally Enclosed Fan-Cooled with Rigid Base-Mount, Aluminum Frame

1⁄4
1,700 63 230/460V AC 1.00/0.50 1.15 Yes 68 % Standard 11 mm 23 mm 217 mm Marathon 063T17FH5326 24ME07
3,430 63M 575V AC 0.33 1.15 Yes 72 % Standard 11 mm 23 mm 217 mm Marathon 063T34FH5303 24ME11
1,700 63M 575V AC 0.43 1.15 Yes 68 % Standard 11 mm 23 mm 217 mm Marathon 063T17FH5327 24ME08

1⁄3 3,430 63 230/460V AC 1.10/0.55 1.15 Yes 72 % Standard 11 mm 23 mm 217 mm Marathon 063T34FH5302 24ME10

1⁄2
3,410 71 575V AC 0.66 1.15 — 74 % Standard 14 mm 30 mm 240 mm Marathon 071T34FH5303 24ME18
1,695 71 230/460V AC 1.80/0.90 1.15 Yes 74 % Standard 14 mm 30 mm 240 mm Marathon 071T17FH5327 24ME15
1,695 71M 575V AC 0.74 1.15 Yes 74 % Efficient 14 mm 30 mm 240 mm Marathon 071T17FH5331 24ME17

3⁄4
3,400 71 575V AC 0.91 1.15 Yes 74 % Standard 14 mm 30 mm 240 mm Marathon 071T34FH5304 24ME21
1,690 80 230/460V AC 2.5/1.30 1.15 Yes 74 % NEMA Prem. 19 mm 40 mm 282 mm Marathon 80T17FH5326 24ME25

1

3,470 80 460V AC 1.50 1.25 — 81.5 % NEMA Prem. 19 mm 40 mm 276 mm Weg 13984003 482V63
3,420 80 575V AC 1.20 1.15 — 77 % NEMA Prem. 19 mm 40 mm 282 mm Marathon 080T34FH15305 53UF69
1,740 80 230/460V AC 3.0/1.50 1.15 — 85.5 % NEMA Prem. 19 mm 40 mm 302 mm Marathon 080T17FH15327 53UF64
1,155 90S 460V AC 1.70 1.25 — 82.5 % NEMA Prem. 24 mm 50 mm 329 mm Weg 13984000 482V61
1,155 D90S 230/460V AC 3.2/1.60 1.15 Yes 82.5 % NEMA Prem. 24 mm 50 mm 12 13⁄16 in Leeson 192200.00 5PGH2

1 1⁄2
3,450 80 460V AC 2.00 1.25 — 84 % NEMA Prem. 19 mm 40 mm 276 mm Weg 13984006 482V67
3,450 80M 575V AC 1.60 1.15 Yes 74.8 % NEMA Prem. 19 mm 40 mm 282 mm Marathon 080T34FH5303 24ME31
1,755 90S 460V AC 2.1 1.25 — 86.5 % NEMA Prem. 24 mm 50 mm 329 mm Weg 13984004 482V65

2
1,755 90L 460V AC 2.8 1.25 — 86.5 % NEMA Prem. 24 mm 50 mm 329 mm Weg 13984010 482V71
1,745 90L 230/460V AC 5.4/2.7 1.15 Yes 87.5 % NEMA Prem. 24 mm 50 mm 341 mm Marathon 090LT17FH6326 24ME33
3,485 90S 460V AC 2.7 1.25 — 85.5 % NEMA Prem. 24 mm 50 mm 329 mm Weg 13984007 482V69

3

3,500 90L 230/460V AC 7.2/3.6 1.15 Yes 87.5 % NEMA Prem. 24 mm 50 mm 341 mm Marathon 090LT34FH6301 24ME90
3,480 90L 460V AC 3.9 1.25 — 86.5 % NEMA Prem. 24 mm 50 mm 329 mm Weg 13984020 482V76
3,500 90S 575V AC 3.0 1.15 Yes 87.5 % NEMA Prem. 24 mm 50 mm 341 mm Marathon 090LT34FH6302 24ME91
1,750 100L 460V AC 4.1 1.25 — 89.5 % NEMA Prem. 28 mm 60 mm 376 mm Weg 13984015 482V75
1,175 132S 460V AC 4.4 1.25 — 89.5 % NEMA Prem. 38 mm 80 mm 490 mm Weg 13984829 482V74
870 132S 460V AC 4.8 1.25 — 85.5 % NEMA Prem. 38 mm 80 mm 490 mm Weg 13984666 482V73

4

3,515 100L 460V AC 5.0 1.25 — 88.5 % NEMA Prem. 28 mm 60 mm 376 mm Weg 13984024 482V81
1,740 100L 460V AC 5.3 1.25 — 89.5 % NEMA Prem. 28 mm 60 mm 418 mm Weg 13984023 482V80
1,175 132M 460V AC 6.0 1.25 — 89.5 % NEMA Prem. 38 mm 80 mm 490 mm Weg 13984832 482V79
870 132M 460V AC 6.5 1.25 — 86.5 % NEMA Prem. 38 mm 80 mm 490 mm Weg 13984831 482V78

5 1⁄2
3,515 112M 460V AC 6.7 1.25 — 88.5 % NEMA Prem. 28 mm 60 mm 393 mm Weg 13984837 482V84
1,755 112M 460V AC 7.3 1.25 — 89.5 % NEMA Prem. 28 mm 60 mm 393 mm Weg 13984835 482V83
1,165 132M 460V AC 7.9 1.25 — 89.5 % NEMA Prem. 38 mm 80 mm 490 mm Weg 13984833 482V82

7 1⁄2
3,545 132S 460V AC 9.0 1.25 — 89.5 % NEMA Prem. 38 mm 80 mm 490 mm Weg 13984839 482V87
1,775 132S 460V AC 9.1 1.25 — 91.7 % NEMA Prem. 38 mm 80 mm 490 mm Weg 13984838 482V86

These motors power compressors, 
conveyors, fans, and pumps that require 
International Electrotechnical Commission 
(IEC) electrical standards. They meet a 
standard set of electrical, dimensional, 
and performance requirements based on 
kilowatt (kW) ratings. They operate with 
a higher torque and greater efficiency 
than single-phase models of the same HP, 
rpm, and frame size.

3-Phase NEMA Frame Face- & Face/Base-Mount Motors

* 60/50 Hz. † Usable at 200V at 1.0 SF. # Removable base.
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2

3,480 56C 230/460V AC 5.2/2.6 1.15 F Yes 85.5 % NEMA Prem. 5⁄8 in 1 7⁄8 in 13 1⁄8 in Dayton 36VF69 36VF69 *†
1,745 56C 230/460V AC 5.7/2.8 1.15 F Yes 86.5 % NEMA Prem. 5⁄8 in 1 7⁄8 in 13 1⁄2 in Dayton 36VF71 36VF71 *†
3,500 143/5TC 230/460V AC 5.1/2.5 1.15 F Yes 85.5 % NEMA Prem. 7⁄8 in 2 1⁄4 in 13 5⁄8 in Dayton 36VF70 36VF70 *†
1,755 143/5TC 230/460V AC 5.9/2.9 1.15 F Yes 86.5 % NEMA Prem. 7⁄8 in 2 1⁄4 in 13 13⁄16 in Dayton 36VF72 36VF72 *†

3
3,480 143/5TC 230/460V AC 7.1/3.5 1.15 F Yes 86.5 % NEMA Prem. 7⁄8 in 2 1⁄4 in 14 3⁄8 in Dayton 36VF73 36VF73 *†
1,765 182/4TC 230/460V AC 7.6/3.8 1.15 F No 89.5 % NEMA Prem. 1 1⁄8 in 2 3⁄4 in 17 15⁄16 in Dayton 48ZK01 48ZK01

Totally Enclosed Nonventilated with Face/Base-Mount, Steel Frame
1⁄3 3,450 56C 208-230/460V AC1.80-1.60/0.90 1.15 F — 65 % Standard 5⁄8 in 2 1⁄16 in 10 7⁄16 in Marathon 056T34T5303 30E456 *#

Totally Enclosed Nonventilated with Face-Mount, Steel Frame

1⁄4
1,780 56C 230/460V AC 1.40/0.70 1.15 F Yes 68.5 % Standard 5⁄8 in 1 7⁄8 in 10 11⁄16 in Dayton 36VF54 36VF54
1,725 56C 208-230/460V AC 1.20/0.60 1.35 B — 67.4 % Standard 5⁄8 in 1 7⁄8 in 9 1⁄2 in Marathon 5K49DN4130 5N114
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Totally Enclosed Fan-Cooled with Face-Mount, Steel Frame (Cont.)


