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Carbon Steel 
Coiled Spring Pins
Reusable pins absorb and distribute shock-
and-vibration throughout the pin cross-section. 
Meet ASME standard.

Note: 420 stainless steel are also available; on 
Grainger.com, search for “coiled spring pins.”

Length Fits Hole Dia. Actual Dia.
Item
No.

Pkg.
Qty.

Standard Duty
1⁄16 in Dia. 330 lb Shear Strength (Lbs.)

5⁄16 in 0.061-0.065 in 0.067-0.072 in 5EA62 100
3⁄4 in 0.061-0.065 in 0.067-0.072 in 5EA66 100
1 in 0.061-0.065 in 0.067-0.072 in 5EA68 100

5⁄64 in Dia. 550 lb Shear Strength (Lbs.)
1 in 0.077-0.081 in 0.083-0.088 in 5EA80 100

3⁄32 in Dia. 775 lb Shear Strength (Lbs.)
1⁄4 in 0.093-0.097 in 0.099-0.105 in 5EA82 100

1 1⁄2 in 0.093-0.097 in 0.099-0.105 in 5EA94 100
1⁄8 in Dia. 1,400 lb Shear Strength (Lbs.)

1⁄4 in 0.124-0.129 in 0.131-0.138 in 5EA96 100
1 1⁄2 in 0.124-0.129 in 0.131-0.138 in 5EB22 100

2 in 0.124-0.129 in 0.131-0.138 in 5EB24 100
3⁄16 in Dia. 3,150 lb Shear Strength (Lbs.)

2 1⁄2 in 0.185-0.192 in 0.196-0.205 in 5EB50 50
1⁄2 in 0.185-0.192 in 0.196-0.205 in 5EB40 100

7⁄32 in Dia. 3,800 lb Shear Strength (Lbs.)
3⁄4 in 0.217-0.224 in 0.228-0.238 in 5EB51 50
1 in 0.217-0.224 in 0.228-0.238 in 5EB53 50

1 1⁄2 in 0.217-0.224 in 0.228-0.238 in 5EB55 50
2 in 0.217-0.224 in 0.228-0.238 in 5EB57 50

Length Fits Hole Dia. Actual Dia.
Item
No.

Pkg.
Qty.

1⁄4 in Dia. 5,500 lb Shear Strength (Lbs.)
3 1⁄2 in 0.247-0.256 in 0.260-0.271 in 5EB73 50
2 1⁄2 in 0.247-0.256 in 0.260-0.271 in 5EB69 50

5⁄16 in Dia. 8,700 lb Shear Strength (Lbs.)
4 in 0.308-0.319 in 0.324-0.337 in 5EB88 10

3⁄8 in Dia. 12,600 lb Shear Strength (Lbs.)
1 in 0.370-0.383 in 0.388-0.403 in 5EB90 10

Heavy Duty
3⁄32 in Dia. 1,150 lb Shear Strength (Lbs.)

1⁄4 in 0.093-0.097 in 0.098-0.103 in 5EE12 100
1 1⁄2 in 0.093-0.097 in 0.098-0.103 in 5EE23 100

1⁄8 in Dia. 2,000 lb Shear Strength (Lbs.)
7⁄16 in 0.124-0.129 in 0.130-0.136 in 5EE27 100
1 1⁄2 in 0.124-0.129 in 0.130-0.136 in 5EE41 50

2 in 0.124-0.129 in 0.130-0.136 in 5EE43 50
3⁄16 in Dia. 4,500 lb Shear Strength (Lbs.)

2 1⁄2 in 0.185-0.192 in 0.194-0.202 in 5EE54 25
1⁄4 in Dia. 7,800 lb Shear Strength (Lbs.)

1 1⁄8 in 0.247-0.256 in 0.258-0.268 in 5EE58 25
5⁄16 in Dia. 12,000 lb Shear Strength (Lbs.)

1 in 0.308-0.319 in 0.322-0.334 in 5EE68 5

Slotted Spring Pins
Note: 420 stainless steel and zinc-plated carbon steel pins are also 
available; on Grainger.com, search for “slotted spring pins.”

Overall
Length

Item
No.

Pkg.
Qty.

1⁄8 in Dia. 1,090 lb Shear 
Strength (Lbs.)

1⁄4" 5BU98 100
5⁄16" 5BU99 100
3⁄8" 5BY10 100
7⁄16" 5BY11 100
1⁄2" 5BY12 100
9⁄16" 5BY13 100
5⁄8" 5BY14 100
3⁄4" 5BY16 100
7⁄8" 5BY17 100
1" 5BY18 100

1 1⁄8" 5BY19 100
1 1⁄4" 5BY20 100
1 3⁄8" 5BY21 100
1 1⁄2" 5BY22 100
1 3⁄4" 5BY23 100
2" 5BY24 100

5⁄32 in Dia. 1,600 lb Shear 
Strength (Lbs.)

1⁄2" 5BY25 100
5⁄8" 5BY26 100
3⁄4" 5BY27 100
1" 5BY29 100

1 1⁄8" 5BY30 100
1 1⁄4" 5BY31 100
1 1⁄2" 5BY32 100
1 3⁄4" 5BY33 50
2" 5BY34 50

2 1⁄2" 5BY35 50
3⁄16 in Dia. 2,425 lb Shear 
Strength (Lbs.)

3⁄8" 5BY36 100
1⁄2" 5BY37 100
5⁄8" 5BY38 100
3⁄4" 5BY40 100
7⁄8" 5BY41 100
1" 5BY42 100

1 1⁄4" 5BY43 50
1 3⁄8" 5BY44 50
1 1⁄2" 5BY45 50
1 3⁄4" 5BY46 50
2" 5BY47 50

2 1⁄4" 5BY48 50
2 1⁄2" 5BY49 50

7⁄32 in Dia. 3,400 lb Shear 
Strength (Lbs.)

1⁄2" 5BY50 50
3⁄4" 5BY52 50
1" 5BY53 50

1 1⁄4" 5BY54 50
1 1⁄2" 5BY55 50
1 3⁄4" 5BY56 25
2" 5BY57 25

2 1⁄2" 5BY58 25
1⁄4 in Dia. 4,100 lb Shear 
Strength (Lbs.)

1⁄2" 5BY59 50
5⁄8" 5BY60 50
3⁄4" 5BY61 50
7⁄8" 5BY62 50
1" 5BY63 50

1 1⁄8" 5BY64 50
1 1⁄4" 5BY65 50
1 3⁄8" 5BY66 50
1 1⁄2" 5BY67 50
1 3⁄4" 5BY69 25
2" 5BY70 25

2 1⁄4" 5BY71 25
2 1⁄2" 5BY72 25
3" 5BY73 10

3 1⁄2" 5BY74 10

Overall
Length

Item
No.

Pkg.
Qty.

302 Stainless Steel
1⁄16 in Dia. 250 lb Shear 
Strength (Lbs.)

1⁄4" 5BU67 100
5⁄16" 5BU68 100
3⁄8" 5BU69 100
7⁄16" 5BU70 100
1⁄2" 5BU71 100
5⁄8" 5BU72 100
3⁄4" 5BU73 100
7⁄8" 5BU74 100
1" 5BU75 100

5⁄64 in Dia. 460 lb Shear 
Strength (Lbs.)

5⁄16" 5BU77 100
1⁄2" 5BU80 100
5⁄8" 5BU81 100
3⁄4" 5BU82 100
1" 5BU83 100

1 1⁄2" 5BU84 100
3⁄32 in Dia. 670 lb Shear 
Strength (Lbs.)

1⁄4" 5BU85 100
3⁄8" 5BU87 100
7⁄16" 5BU88 100
1⁄2" 5BU89 100
9⁄16" 5BU90 100
5⁄8" 5BU91 100
3⁄4" 5BU92 100
7⁄8" 5BU93 100
1" 5BU94 100

1 1⁄8" 5BU95 100
1 1⁄4" 5BU96 100
1 1⁄2" 5BU97 100

Nominal Actual Dia. Wall
Dia. Min. to Max. Thickness

Standard
1⁄16" 0.066 to 0.069" 0.012"
5⁄64" 0.083 to 0.086" 0.018"
3⁄32" 0.099 to 0.103" 0.022"
1⁄8" 0.131 to 0.135" 0.028"
5⁄32" 0.162 to 0.167" 0.032"
3⁄16" 0.194 to 0.199" 0.040"
7⁄32" 0.226 to 0.232" 0.048"
1⁄4" 0.258 to 0.264" 0.048"
5⁄16" 0.321 to 0.330" 0.062"
3⁄8" 0.385 to 0.395" 0.077"
7⁄16" 0.448 to 0.459" 0.077"
1⁄2" 0.513 to 0.524" 0.094"
5⁄8" 0.640 to 0.653" 0.118"

Metric
M1.5 1.70 to 1.80mm 0.30mm
M2 2.30 to 2.40mm 0.40mm

M2.5 2.80 to 2.90mm 0.50mm
M3 3.30 to 3.50mm 0.60mm
M4 4.40 to 4.60mm 0.80mm
M5 5.40 to 5.60mm 1.00mm
M6 6.40 to 6.70mm 1.20mm
M8 8.50 to 8.80mm 1.50mm

M10
10.50 to 

10.80mm
2.00mm

M11
12.50 to 

12.80mm
2.50mm

Overall
Length

Item
No.

Pkg.
Qty.

5⁄16 in Dia. 6,300 lb Shear 
Strength (Lbs.)

3⁄4" 5BY75 25
1" 5BY76 25

1 1⁄4" 5BY77 25
1 1⁄2" 5BY78 25
1 3⁄4" 5BY79 25
2" 5BY80 10

2 1⁄2" 5BY82 10
3" 5BY83 10

3 1⁄2" 5BY84 10
4" 5BY85 10

3⁄8 in Dia. 9,500 lb Shear 
Strength (Lbs.)

3⁄4" 5BY86 10
1" 5BY87 10

1 1⁄4" 5BY88 10
1 1⁄2" 5BY89 10
1 3⁄4" 5BY90 10
2" 5BY91 10

2 1⁄4" 5BY92 10
2 1⁄2" 5BY93 10
2 3⁄4" 5BY94 10
3" 5BY95 10

3 1⁄2" 5BY96 5
4" 5BY97 5

7⁄16 in Dia. 11,500 lb 
Shear Strength (Lbs.)

2" 5BY98 5
3" 5CA10 5

1⁄2 in Dia. 15,800 lb Shear 
Strength (Lbs.)

1 1⁄2" 5CA14 5
2" 5CA16 5
3" 5CA18 5
4" 5CA20 5

2.5 mm Dia. 985 lb Shear 
Strength (Lbs.)

10mm 5DB90 25
2 mm Dia. 634 lb Shear 
Strength (Lbs.)

12mm 5DB76 25
2.5 mm Dia. 985 lb Shear 
Strength (Lbs.)

20mm 5DB92 25
2 mm Dia. 634 lb Shear 
Strength (Lbs.)

30mm 5DB88 25
2.5 mm Dia. 985 lb Shear 
Strength (Lbs.)

30mm 5DB94 25
3 mm Dia. 1,421 lb Shear 
Strength (Lbs.)

10mm 5DB98 25
14mm 5DE10 25
16mm 5DE12 25
20mm 5DE16 10
30mm 5DE24 10
40mm 5DE26 10

4 mm Dia. 2,527 lb Shear 
Strength (Lbs.)

20mm 5DE38 10
26mm 5DE42 10
30mm 5DE44 10
45mm 5DE48 10
50mm 5DE50 10

Overall
Length

Item
No.

Pkg.
Qty.

5 mm Dia. 3,943 lb Shear 
Strength (Lbs.)

16mm 5DE54 10
20mm 5DE56 10
26mm 5DE60 10
30mm 5DE62 10
40mm 5DE64 10
50mm 5DE66 10

6 mm Dia. 5,854 lb Shear 
Strength (Lbs.)

20mm 5DE72 10
30mm 5DE78 10
40mm 5DE80 10
45mm 5DE82 10
50mm 5DE84 5
60mm 5DE86 10

8 mm Dia. 9,613 lb Shear 
Strength (Lbs.)

22mm 5DE88 10
30mm 5DE90 10
40mm 5DE92 5
60mm 5DE96 1

10 mm Dia. 15,773 lb 
Shear Strength (Lbs.)

30mm 5DE98 5
40mm 5DU10 5
60mm 5DU14 1

Carbon Steel
1⁄16 in Dia. 430 lb Shear 
Strength (Lbs.)

3⁄8" 5CU76 500
1⁄2" 5CU80 500
3⁄4" 5CU84 500
1" 5CU88 500

1⁄8 in Dia. 1,875 lb Shear 
Strength (Lbs.)

1⁄4" 5CY39 500
3⁄16 in Dia. 4,150 lb Shear 
Strength (Lbs.)

3⁄8" 5CY97 500
5⁄16 in Dia. 10,800 lb 
Shear Strength (Lbs.)

1 1⁄2" 5DA94 100
5⁄8 in Dia. 27,100 lb Shear 
Strength (Lbs.)

3" 5DB60 1
2 mm Dia. 634 lb Shear 
Strength (Lbs.)

6mm 5DU22 200
10mm 5DU26 200
12mm 5DU28 200
18mm 5DU34 200
20mm 5DU36 200

2.5 mm Dia. 985 lb Shear 
Strength (Lbs.)

20mm 5DU42 200
2 mm Dia. 634 lb Shear 
Strength (Lbs.)

24mm 5DU38 200
30mm 5DU40 200

Overall
Length

Item
No.

Pkg.
Qty.

2.5 mm Dia. 985 lb Shear 
Strength (Lbs.)

30mm 5DU44 100
3 mm Dia. 1,421 lb Shear 
Strength (Lbs.)

8mm 5DU46 200
10mm 5DU48 200
12mm 5DU49 200
14mm 5DU51 200
16mm 5DU53 200
18mm 5DU55 200
20mm 5DU57 200
24mm 5DU59 100
26mm 5DU61 100
30mm 5DU63 100
40mm 5DU65 100

4 mm Dia. 2,527 lb Shear 
Strength (Lbs.)

10mm 5DU67 100
12mm 5DU70 100
16mm 5DU74 100
20mm 5DU77 100
24mm 5DU79 100
26mm 5DU81 100
30mm 5DU83 100
32mm 5DU86 100
40mm 5DU88 100
50mm 5DU92 100

5 mm Dia. 3,943 lb Shear 
Strength (Lbs.)

16mm 5DU96 100
20mm 5DU98 100
24mm 5DV12 100
26mm 5DV14 100
30mm 5DV16 100
40mm 5DV18 100
50mm 5DV20 100

6 mm Dia. 5,854 lb Shear 
Strength (Lbs.)

12mm 5DV22 100
16mm 5DV26 100
20mm 5DV28 100
24mm 5DV30 100
26mm 5DV32 100
30mm 5DV34 100
40mm 5DV36 100
45mm 5DV38 50
50mm 5DV40 50
60mm 5DV42 25

8 mm Dia. 9,613 lb Shear 
Strength (Lbs.)

22mm 5DV44 50
26mm 5DV46 50
30mm 5DV48 50
40mm 5DV50 50
50mm 5DV52 50
60mm 5DV56 25

10 mm Dia. 15,773 lb 
Shear Strength (Lbs.)

24mm 5DV58 25
30mm 5DV60 25
40mm 5DV62 25
50mm 5DV64 25
60mm 5DV66 25
80mm 5DV68 10

12 mm Dia. 23,403 lb 
Shear Strength (Lbs.)

30mm 5DV70 10
40mm 5DV72 10
50mm 5DV74 10
60mm 5DV76 10


