MACHINING
Chuck Accessories & Tapping_; Heads

Scan. Order. Done.
Details on page A1.

Arbhors

Arbors adapt Morse taper to
Jacobs taper; Morse taper to
threaded shank; and Bridgeport
taper. Precision CNC-machined
and ground for high-accuracy
performance and close-tolerance
fit. Wedge sets are used to remove
taper mount chucks from arbors.
Also remove Jacobs tapers Nos. 4
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Jacobs H

and 5; stack Nos. 3 and 6 wedge
sets together. Morse to
tem Jacobs
Spindle End Chuck End AO No.  No. 3N098
Momz Ttn Jacoh;JTTaper I Morse to
2MT 3T 203 3NO56 Threaded Shank
2MT 4JT 204 3N063 3N999
2MT 6JT 206 3N065
2MT 33T 233 3N092
3MT 2JT 302 3N096
3MT 3JT 303 3N098
3MT 44T 304 3N100
3MT 5JT 305  3N163
3MT 6JT 306  3N165
3MT 33T 333 3N167
AMT 3JT 403 3N209
AMT 44T 404 3N211
Morse to Threaded Shank
T %'-24 261 3N999
2MT ¥"-20 264  3P002
Bridgeport Tapers
0.490" 2JT 802  3N448
0.750" 3JT 803  3N457 Bridgeport
0.620" 6JT 806  3N459 Taper
Wedge Sets (Pair) 3N448
Used on 1JT 3L844
Used on 2JT 3L846
Used on 3JT 3L848 Wedge Set
Used on 6JT 3L850 3L844
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Drill Sleeve Extension Socket
3L892 3L930

Hand Drift Tool
2XUU6
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Drill Sleeves and Extension Sockets

Jacobs

Morse Taper Drill Morse Taper Extension  Hand Drift Tool—
Sleeves—Adapt smaller ~ Sockets—Extend tool Removes taper shank
Morse taper shank lengths and application tools from machinery
tools to larger machine distances while adapting  spindles, sleeves, and
spindles. for increases or decreases  extension sockets.
= Archer Series 600 in applied tool Morse taper
sizes.
= Archer Series 800
Extension
Outside Inside Overall Length Dia. ltem
Morse Taper Morse Taper Length (in.) (in.) (in.) Brand No.
Drill Sleeves, Archer Series 600
2 1 3.62in — — Jacobs 31892
3 1 3.881in — — Jacobs 31896
4 3 5.5in — — Jacobs 3L898
5 4 6.69in — — Jacobs 3L904
Extension Sockets, Archer Series 800
9 2 6.89in 3.58in 1.18in Jacobs 3L918
3 7.72in 4.41in 1.421in Jacobs 3L920
3 9.451in 4.411n 1.42in Jacobs 3L930
4 4 10.43in 5.39in 1.891in Jacobs 3L932
5 11.81in 6.771in 2.481in Jacobs 31934
Hand Drift Tool
15" Long, Fits #2, #3, #4, #5 Dayton 2XUU6
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Jacobs

Handles are constructed of soft steel to T-Handle
reduce fracture risk under excessive loads. 4YP17
Nickel thumb grip handles offer increased
leverage and user comfort. Spring-loaded,
self-ejecting models ensure key disengage-
ment after tightening.
Chuck Pilot Item
Key Size Size (in.) No.
Standard T-Handle
KO % 31982
K1 a2 31984
K5 s 31992
KK Y4 4YP18
KG1 i 4YP17
Standard Thumb Handle
K2 Y 4YP25
K3 e 31986 Thumb Handle
K3C 0 31988 4YP25
K4 % 31990
K7 2 31994
K30 %4 31996
K32 Y 31998
Self-Ejecting
S K3C Y 31868
S KK Y4 31980
RX Series
2ZAX7
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Tapping Heads, Torque Bars, and Arhors

Rx Series—rFor increased production in manual tapping applications.

Torque Bars—Mount securely to prevent tapping attachment's stop arm from
rotating. Table-mounted bars mount to T-slots of table. Quill-mounted bars
clamp around the quill of the machine.

Cap. in 1010 Mfr. Item
Mild Steel Mount Max. RPM Model No.
Rx Series Reversing Tapping Heads
#6 JT 2000 13006 2ZAW6
#33JT 2000 13033 2ZCK2
#0-1/4° %6-24 2000 13031 22CJ9
Y6-24 2000 13037 27CK4
5-20 2000 013050 2ZCK6
%-16 2000 13062 22CK8 *
#6 JT 1500 15006 2ZCL1
#33JT 1500 15033 2ZCL3
#6-1/2" 15-20 1500 15050 2ICL5
%-16 1500 15062 2I0L7  *
¥4-16 1500 15075 2709 *
#3JT 1200 17003 2ZCN2
0 %-16 1200 17062 2ZCN4
#10-3/416 %16 1200 17075 2ICNG *
7-20 1200 17087 2ZCN8
Mir. ltem
Description Capacity Dia. Model No.
Torque Bars for Rx Series
¥4 Tap — 29097 2ZAX1
Table-Mount 1% Tap — 29096 22AW8
. Yo 1% t0 2%" 29099 2ZAX3
Quill-Mount % 2 to 47" 290991 27AX5
Thread Overall Mfr. Item
Type Jacobs Taper Shank Dia.  Size (in.)  Length (in.) Model No.
Arbors for Rx Series
— 1in 75-20 3% 20087 2ZAX7
— Y2in ¥5-24 1% 25037 2ZAY8
Cutter #33 Y in — 3% 25033 2ZAY6
#33 — — 4 20233 2ZAX9
#33 — — 4% 20333 2ZAY2
#33 — — 5V 20833 2ZAY4

* For Burgmaster machines.
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