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2-, 3-, and 4-Way 
Intrinsically-Safe 
Solenoid Valves

6WTV8

6WTN9

6FAX2

44U321

3UL06

 ▪ Coil insulation class: F, except 44U332, 
6WTV8, and 4EMC9 are class H

Coil enclosures have a built-in 1⁄2" NPT conduit hub 
with strain relief. Designed to contain internal explo-
sions without causing an external hazard for Type 7 
Class 1, Division 1 and 2, Groups A, B, C, and D gases 
or vapors. Type 9 Class 2, Division 1 and 2, Groups E, 
F, and G. Normally closed valves close when de-ener-
gized. Normally open valves open when de-energized.

2-WAY
Provide high-flow levels for liquid, corrosive, and air/
inert gas service.

3-WAY
Have 3 pipe connections and 2 orifices that alternately 
apply pressure to and exhaust pressure from a valve 
actuator or single-acting cylinder. For Quick-Exhaust/
Universal models air is exhausted through the exhaust 
orifice to quickly shift control valves to 0 psi.

4-WAY
Have 4 pipe connections, 1 pressure inlet, and 2 
cylinder ports that provide pressure to a double-acting 
cylinder or actuator. A single outlet exhausts pressure 
from the cylinders.

Pipe 
Size

Orifice 
Dia. Cv

NEMA
Rating

Max. 
Fluid 
Temp.

Min. Oper. 
Press. 

Differential

Max. Oper. Press. Differential

Voltage
Mfr.

Model
Item 
No.

Air,
Inert Gas Water

Light
Oil

2-Way/2-Position, Normally Closed, 316L Stainless Steel Body - NBR Gaskets
1⁄4 in 1⁄8 in 0.353, 3S, 4, 4X, 6, 6P, 7, 9180 °F 0 psi 185 psi 180 psi 90 psi 120V AC EF8262H007 6WTT2
2-Way/2-Position, Normally Closed, Brass Body - FKM Gaskets
1 in 1 in 13

1, 2, 3, 3S, 4, 4X, 7, 9

180 °F 5 psi 150 psi 150 psi 100 psi 120V AC EF8210G004V 6FAX2
1 1⁄2 
in

1 1⁄4 in 22.5 180 °F 0 psi 150 psi 125 psi 125 psi 120V AC EF8210G056V 6FAX7

2 in 1 3⁄4 in 43 180 °F 5 psi 150 psi 125 psi 90 psi 120V AC EF8210G100V 6FAY1
2-Way/2-Position, Normally Closed, Brass Body - NBR Gaskets

1⁄8 in
3⁄32 in 0.21

3, 3S, 4, 4X, 6, 6P, 7, 9

180 °F 0 psi 370 psi 330 psi 190 psi 120V AC EF8262H014 6WTU1
1⁄8 in 0.35 180 °F 0 psi 185 psi 180 psi 120 psi 120V AC EF8262H002 6WTN9

1⁄4 in

1⁄8 in 0.35 180 °F 0 psi 185 psi 180 psi 90 psi 120V AC EF8262H022 6WTP5
5⁄32 in 0.52 180 °F 0 psi 210 psi 200 psi 145 psi 120V AC EF8262H202 6WTP7
7⁄32 in 0.73 180 °F 0 psi 100 psi 100 psi 100 psi 120V AC EF8262H208 6WTP9
9⁄32 in 0.88 180 °F 0 psi 90 psi 90 psi 90 psi 120V AC EF8262H212 6WTR1

3⁄8 in

3⁄8 in 1.5

3, 4, 4X, 7, 9

180 °F 5 psi 150 psi 125 psi Not Rated 120V AC EF8210G073 3UL02
5⁄8 in 3 180 °F 0 psi 150 psi 150 psi Not Rated 120V AC EF8210G093 3UL12
5⁄8 in 3 180 °F 5 psi 200 psi 150 psi 135 psi 120V AC EF8210G001 3UK50
5⁄8 in 3 175 °F 5 psi 300 psi 300 psi 300 psi 120V AC EF8210G006 3UK65

1⁄2 in

7⁄16 in 2.2 180 °F 5 psi 150 psi 125 psi Not Rated 120V AC EF8210G015 3UK77
5⁄8 in 4 150 °F 5 psi 125 psi 100 psi 100 psi 24V DC EF8210G002 5LU12
5⁄8 in 4 180 °F 0 psi 150 psi 150 psi Not Rated 120V AC EF8210G094 3UL15
5⁄8 in 4 180 °F 5 psi 200 psi 150 psi 135 psi 120V AC EF8210G002 3UK53
5⁄8 in 4 175 °F 5 psi 300 psi 300 psi 300 psi 120V AC EF8210G007 3UK67

3⁄4 in

3⁄4 in 5 180 °F 5 psi 125 psi 125 psi 125 psi 120V AC EF8210G009 3UK72
3⁄4 in 5 180 °F 0 psi 150 psi 150 psi Not Rated 120V AC EF8210G095 3UL21
3⁄4 in 6.5 150 °F 5 psi 125 psi 125 psi 125 psi 24V DC EF8210G003 4EKU6
3⁄4 in 6.5 180 °F 5 psi 250 psi 150 psi 100 psi 120V AC EF8210G003 3UK59
3⁄4 in 6 200 °F 0 psi 350 psi 300 psi 200 psi 120V AC EF8210G026 5JC60

1 in
1 in 13 180 °F 5 psi 150 psi 150 psi 100 psi 120V AC EF8210G004 3UK61
1 in 13 180 °F 0 psi 150 psi 125 psi 125 psi 120V AC EF8210G054 5JC42

1 1⁄4 
in

1 1⁄8 in 15 180 °F 5 psi 150 psi 150 psi 100 psi 120V AC EF8210G008 3UK69

1 1⁄2 
in

1 1⁄4 in 22.5 180 °F 5 psi 150 psi 150 psi 100 psi 120V AC EF8210G022 3UK80
1 1⁄4 in 22.5 180 °F 0 psi 150 psi 125 psi 125 psi 120V AC EF8210G056 5JC48
1 1⁄4 in 22.5 1, 2, 3, 3S, 4, 4X, 7, 9 180 °F 0 psi 150 psi 125 psi 125 psi 240V AC EF8210G056 6FAX6

2 in
1 3⁄4 in 43 3, 4, 4X, 7, 9 180 °F 5 psi 150 psi 125 psi 90 psi 120V AC EF8210G100 3UL26
1 3⁄4 in 43 1, 2, 3, 3S, 4, 4X, 7, 9 150 °F 5 psi 50 psi 50 psi 50 psi 24V DC EF8210G100 6FAY0

2-Way/2-Position, Normally Closed, Stainless Steel Body - NBR Gaskets
1⁄4 in 5⁄32 in 0.523, 3S, 4, 4X, 6, 6P, 7, 9180 °F 0 psi 210 psi 200 psi 145 psi 120V AC EF8262H220 6WTT4

1⁄2 in

7⁄16 in 2.2

3, 4, 4X, 7, 9

180 °F 5 psi 150 psi 125 psi Not Rated 120V AC EF8210G037 3UK94
5⁄8 in 4 150 °F 0 psi 40 psi 40 psi Not Rated 24V DC EF8210G087 5LU10
5⁄8 in 4 175 °F 0 psi 150 psi 150 psi 125 psi 120V AC EF8210G087 3UL06

3⁄4 in
5⁄8 in 4.5 175 °F 0 psi 150 psi 150 psi 125 psi 120V AC EF8210G088 3UL08
5⁄8 in 4.5

1, 2, 3, 3S, 4, 4X, 7, 9
150 °F 0 psi 40 psi 40 psi Not Rated 24V DC EF8210G088 6FAX8

1 in 1 in 13 180 °F 0 psi 150 psi 125 psi 125 psi 120V AC EF8210G089 6FAX9
2-Way/2-Position, Normally Open, Brass Body - NBR Gaskets

3⁄8 in 5⁄8 in 3
3, 4, 4X, 7, 9

180 °F 0 psi 150 psi 150 psi 125 psi 120V AC EF8210G033 3UK86
1⁄2 in 5⁄8 in 4 180 °F 0 psi 150 psi 150 psi 125 psi 120V AC EF8210G034 3UK88
3⁄4 in 3⁄4 in 5.5 180 °F 0 psi 150 psi 150 psi 125 psi 120V AC EF8210G035 3UK90
1 in 1 in 13 1, 2, 3, 3S, 4, 4X, 7, 9 180 °F 5 psi 150 psi 150 psi 125 psi 120V AC EF8210G014 6FAX3
2-Way/2-Position, Normally Open, Stainless Steel Body - NBR Gaskets     

1⁄2 in 5⁄8 in 3 3, 4, 4X, 7, 9 180 °F 0 psi 150 psi 150 psi 100 psi 120V AC EF8210G030 4EKZ2

3⁄4 in

5⁄8 in 3
1, 2, 3, 3S, 4, 4X, 7, 9

180 °F 0 psi 150 psi 150 psi 100 psi 120V AC EF8210G038 6FAX4
5⁄8 in 3 150 °F 0 psi 125 psi 125 psi 80 psi 24V DC EF8210G038 6FAX5
5⁄8 in 3 3, 4, 4X, 7, 9 180 °F 0 psi 150 psi 150 psi 100 psi 120V AC EF8210G038 3UK96

3-Way/2-Position, Normally Closed, 316 Stainless Steel Body - FKM Gaskets
1⁄4 in 5⁄16 in 1.5

3, 3S, 4, 4X, 6, 6P, 7, 9
130 °F 0 psi 130 psi — Not Rated 24V DC EV8316G381 24W660

1⁄2 in 5⁄8 in 4 130 °F 0 psi 130 psi — Not Rated 24V DC EV8316G384 24W663
3-Way/2-Position, Normally Closed, 316 Stainless Steel Body - NBR Gaskets

3⁄8 in
5⁄16 in 1.8

3, 3S, 4, 4X, 6, 6P, 7, 9
130 °F 0 psi 130 psi — Not Rated 24V DC EV8316G382 24W642

5⁄16 in 3.97 140 °F 15 psi 150 psi — Not Rated 24V DC EVX8316G382 44U333
3-Way/2-Position, Normally Closed, Brass Body - NBR Gaskets

1⁄4 in

1⁄16 in 0.09

3, 3S, 4, 4X, 6, 6P, 7, 9

200 °F 0 psi 210 psi 225 psi 225 psi 120V AC EF8320G182 44U321
1⁄16 in 0.09 150 °F 0 psi 160 psi 160 psi 160 psi 24V DC EF8320G182 44U322
3⁄32 in 0.12 150 °F 0 psi 115 psi 115 psi 115 psi 24V DC EF8320G184 4ELC8
3⁄32 in 0.2 180 °F 5 psi 150 psi 150 psi 95 psi 120V AC EF8317G035 3UL83
3⁄32 in 0.12 200 °F 0 psi 150 psi 150 psi 150 psi 120V AC EF8320G184 3UL96
5⁄16 in 1.5 149 °F 0 psi 130 psi — Not Rated 24V DC EF8316H301 6YEK3

3⁄8 in

5⁄16 in 1.8 140 °F 15 psi 150 psi — Not Rated 24V DC EF8316G302 44U317
3⁄8 in 0.8 180 °F 10 psi 200 psi 200 psi 200 psi 120V AC EF8321G002 3UM07
5⁄8 in 2.5 180 °F 10 psi 150 psi 125 psi Not Rated 120V AC EF8316G054 24W650
5⁄8 in 2.5 180 °F 10 psi 125 psi 125 psi Not Rated 24V DC EF8316G054 44U315

3-Way/2-Position, Normally Closed, Stainless Steel Body - NBR Gaskets

1⁄4 in

3⁄32 in 0.12

3, 3S, 4, 4X, 6, 6P, 7, 9

150 °F 0 psi 115 psi 115 psi 115 psi 24V DC EF8320G202 4ELC7
3⁄32 in 0.12 200 °F 0 psi 150 psi 150 psi 150 psi 120V AC EF8320G202 4ELC6
1⁄8 in 0.25 200 °F 0 psi 85 psi 85 psi 85 psi 120V AC EF8320G203 44U324
1⁄8 in 0.25 150 °F 0 psi 60 psi 60 psi 60 psi 24V DC EF8320G203 44U325

3-Way/2-Position, Universal, 316 Stainless Steel Body - NBR Gaskets
1⁄4 in 1⁄16 in 0.083, 3S, 4, 4X, 6, 6P, 7, 9140 °F 0 psi 150 psi — Not Rated 24V DC EV8314G301 24W645
3-Way/2-Position, Universal, Brass Body - NBR Gaskets

1⁄4 in

1/20 in0.06

3, 3S, 4, 4X, 6, 6P, 7, 9

149 °F 0 psi 130 psi — Not Rated 24V DC EF8314H300 6YEH6
1⁄16 in 0.06 149 °F 5 psi 130 psi — Not Rated 24V DC EF8317H307 6YEK4
1⁄16 in 0.09 200 °F 0 psi 130 psi 125 psi 130 psi 120V AC EF8320G172 3UL90
3⁄32 in 0.12 200 °F 0 psi 100 psi 100 psi 100 psi 120V AC EF8320G174 3UL92
3⁄32 in 0.12 200 °F 0 psi 100 psi 100 psi 100 psi 120V ACEF8320G174MS 44U319
3⁄32 in 0.12 200 °F 0 psi 50 psi 50 psi 50 psi 120V AC EF8320G176 44U320
1⁄8 in 0.25 200 °F 0 psi 50 psi 50 psi 50 psi 240V AC EF8320G176 4ELD4
1⁄4 in 0.49 176 °F 0 psi 150 psi 150 psi 150 psi 120V AC EF8327G041 44U326
1⁄4 in 0.49 176 °F 0 psi 150 psi 150 psi 150 psi 24V DC EF8327G041 44U327

3-Way/2-Position, Universal, Stainless Steel Body - NBR Gaskets

1⁄4 in

1⁄16 in 0.08
3, 3S, 4, 4X, 6, 6P, 7, 9

140 °F 0 psi 150 psi — Not Rated 24V DC EF8314G301 24W624
3⁄32 in 0.12 200 °F 0 psi 100 psi 100 psi 100 psi 120V AC EF8320G200 4ELD9
1⁄8 in 0.25 200 °F 0 psi 50 psi 50 psi 50 psi 120V AC EF8320G201 44U323

4-Way/2-Position, Brass Body - FKM Gaskets
3⁄8 in 3⁄16 in 0.7 3, 3S, 4, 4X, 6, 6P, 7, 9160 °F 0 psi 125 psi 125 psi 125 psi 120V AC EF8342G022 44U328
4-Way/2-Position, Brass Body - NBR Gaskets

1⁄4 in

1⁄16 in 0.09

3, 3S, 4, 4X, 6, 6P, 7, 9

180 °F 10 psi 150 psi 150 psi 150 psi 120V AC EF8345G001 3UM18
1⁄16 in 0.09 180 °F 10 psi 150 psi — Not Rated 120V AC EF8345H003 3UM31
3⁄32 in 0.09 180 °F 10 psi 150 psi 150 psi 150 psi 120V AC EFHT8345G001 44U332
3⁄16 in 0.7 160 °F 0 psi 125 psi 100 psi 100 psi 120V AC EF8342G001 5JC54
3⁄16 in 0.7 160 °F 0 psi 125 psi 100 psi 100 psi 120V ACEF8342G001MS 4ELD6
1⁄4 in 0.8 140 °F 10 psi 150 psi — Not Rated 24V DC EF8344G370 44U330

3⁄8 in

3⁄16 in 0.7 160 °F 0 psi 125 psi 100 psi 100 psi 120V AC EF8342G003 5JC58
3⁄8 in 1.4 180 °F 10 psi 150 psi 125 psi 125 psi 120V AC EF8344G072 4ELD8
3⁄8 in 1.4 150 °F 10 psi 125 psi 125 psi 125 psi 24V DC EF8344G072 44U329

1⁄2 in 3⁄8 in 1.4 180 °F 10 psi 150 psi 125 psi 125 psi 120V AC EF8344G074 3UM16

Pipe 
Size

Orifice 
Dia. Cv

NEMA
Rating

Min. Oper. 
Press. 

Differential

Max. Oper. 
Press. 

Differential
Max. 

Fluid Temp.

Watts
Item
No.

Hot 
Water Steam

Hot 
Water Steam

2-Way/2-Position, Normally Closed, Hot Water Steam, Brass Body

1⁄2 in 1⁄2 in 4.7 3, 7, 9 5 psi
150 
psi

125 
psi

210 °F 353 °F 10.1 W 6WTV8

1 in 1 in 13.5 3, 7, 9 5 psi
150 
psi

125 
psi

210 °F 353 °F 10.1 W 4EMC9

3UL08


