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Conduit and Cable Clamps, Hangers, and Clips
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Strut Clamps, Attach Conduit or Cable to Standard Strut Channels; Unique 1-pc. Design Eliminates Handling of Hardware
3⁄8" EMT, Saddle B1506S 4RHF2 SCH6B 2KWU9
1⁄2" EMT, 200-lb. Rating B1508 4RHF3 SCH8 2KWU5
1⁄2" EMT, 200-lb. Rating, Saddle B1508S 4RHF4 SCH8B 2KWV1
3⁄4" EMT, 200-lb. Rating B1512 4RHF5 SCH12 2KWU6
3⁄4" EMT, 1⁄2" Rigid, 200-lb. Rating, Saddle B1512S 4RHF6 SCH12B 2KWV2
1" EMT, 3⁄4" Rigid, 300-lb. Rating B1516 4RHF7 SCH16 2KWU7
1" EMT, 3⁄4" Rigid, 300-lb. Rating, Saddle B1516S 4RHF8 SCH16B 2KWV3
1 1⁄4" EMT, 1" Rigid, 300-lb. Rating B1520 4RHF9 SCH20 2KWU8
1 1⁄4" EMT, 1" Rigid, 300-lb. Rating, Saddle B1520S 4RHG1 SCH20B 2KWV4
1 1⁄2" EMT, 1 1⁄4" Rigid, 400-lb. Rating, Saddle B1524S 4RHG2 SCH24B 2KWV5
2" EMT, 1 1⁄2" Rigid, 400-lb. Rating, Saddle B1532S 4RHG3 SCH32B 2KWV6
2 1⁄2" EMT, 2 1⁄2" Rigid, 400-lb. Rating, Saddle B1540S 4RHG4 SCH48B 2KWV7
3" EMT, 3" Rigid, 400-lb. Rating, Saddle B1548S 4RHG5 SCH56B 2KWV8
4" EMT, 4" Rigid, 400-lb. Rating, Saddle B1564S 4RHG6 SCH72B 2KWV9

Conduit Hangers for EMT or Rigid Conduit, Include Captive Bolt and Built-In Nut; 400-lb. Rating
1⁄2" BL1400 4RHZ3 CD0B 2KWP4
3⁄4" BL1410 4RHZ4 CD1B 2KWP5
1" BL1420 4RHZ5 CD2B 2KWP6
2" BL1450 4RHZ6 CD5B 2KWP7

EMT and Rigid Snap-Close Conduit Clips, Load Rating: 100 Ib. for Vertical; 25 lb. for Horizontal
1⁄2" and 3⁄4" Conduit with 1⁄4" Hole BG-8-12 4RHV2 812M 2KWP2
1⁄2" and 3⁄4" Conduit with 1⁄4" Thread Impression BG-8-12-4T 4RHV3 — —

EMT and Rigid Snap-Close Conduit Clips to Stud Fastener
3⁄8" Conduit and MC/AC Cable BG-6-B5 4RHU7 — —
1⁄2" and 3⁄4" Conduit BG-8-12-B5 4RHV6 812MF 2KXB7
1" Conduit BG-16-B5 4RHT4 16MF 2KXB5

EMT and Rigid Snap-Close Conduit Clips with Hammer-On Edge Clip Fastener
3⁄8" Conduit/Cable, 1⁄8 to 1⁄4" Beam Thickness BG-6-E-2-4 4RHU8 — —
1⁄2" and 3⁄4" Conduit, 1⁄8 to 1⁄4" Beam Thickness BG-8-12-E-2-4 4RHV8 812M24SM 2KWP9
1⁄2" and 3⁄4" Conduit, 5⁄16 to 1⁄2" Beam Thickness BG-8-12-E-5-8 4RHV9 812M58SM 2KWR2
1" Conduit, 1⁄8 to 1⁄4" Beam Thickness BG-16-E-2-4 4RHT5 16M24SM 2KWR5
1 1⁄4" Conduit, 1⁄8 to 1⁄4" Beam Thickness, Side Support BG-20-E-2-4 4RHT9 20M24SM 2KWR8
1 1⁄4" Conduit, 1⁄8 to 1⁄4" Beam Thickness, Bottom Support BG-20-U-2-4 4RHU1 20M24 2KWR7
1 1⁄2" Conduit, 1⁄8 to 1⁄4" Beam Thickness, Side Support BG-24-E-2-4 4RHU2 24M24SM 2KWT1
1 1⁄2" Conduit, 1⁄8 to 1⁄4" Beam Thickness, Bottom Support BG-24-U-2-4 4RHU3 24M24 2KWR9
2" Conduit, 1⁄8 to 1⁄4" Beam Thickness, Side Support BG-32-E-2-4 4RHU4 32M24SM 2KWT3
2" Conduit, 1⁄8 to 1⁄4" Beam Thickness, Bottom Support — — 32M24 2KWT2

EMT and Rigid Snap-Close Conduit Clips with Hammer-On Universal Beam Fastener
3⁄8" Conduit, 5⁄16" to 1⁄2" Beam Thickness BG-6-U-5-8 4RHV1 6M58 2KWT6
3⁄8" Conduit, 1⁄8 to 1⁄4" Beam Thickness BG-6-U-2-4 4RHU9 6M24 2KWT4
1⁄2" and 3⁄4" Conduit, 1⁄8 to 1⁄4" Beam Thickness BG-8-12-U-2-4 4RHW7 812M24 2KWP8
1⁄2" and 3⁄4" Conduit, 5⁄16 to 1⁄2" Beam Thickness BG-8-12-U-5-8 4RHW8 812M58 2KWR1
1⁄2" and 3⁄4" Conduit, 9⁄16 to 3⁄4" Beam Thickness BG-8-12-U-9-12 4RHW9 812M912 2KWR3
1" Conduit, 1⁄8 to 1⁄4" Beam Thickness BG-16-U-2-4 4RHT7 — —
1" Conduit, 5⁄16 to 1⁄2" Beam Thickness BG-16-U-5-8 4RHT8 16M58 2KWR6

Bat Wing Conduit/Cable Hanger, Max Load: 50 lb. for Wire/Rod; 25 lb. for Vertical Flange; 100 Ib. for Horizontal Flange
Fits #12 Wire through 1⁄4" ATR BW2 4RJD3 4Z34 2KWU4
14/2 to 12/2 Cable Support BW4 4RJD5 KX 2KWU2
1⁄2" EMT Support BW-8 4RJD6 K8 2KWT7
3⁄4" EMT and 1⁄2" Rigid Conduit Support BW-12 4RJD1 K12 2KWT8
1" EMT and 3⁄4" Rigid Conduit Support BW-16 4RJD2 K16 2KWT9
1 1⁄4" EMT and 1" Rigid Conduit Support BW-20 4RJD4 K20 2KWU1

Cable Flange Clip Supports 
0.42 to 0.70" dia. Cable, Up to 5⁄32" Flange BX9 4RJE5 449 2KWX3
0.444 to 0.560" dia. Cable, 1⁄16 to 5⁄32" Flange BXS-1214 4RJE8 SC2D 2KWX4
0.444 to 0.560" dia. Cable, 5⁄32 to 9⁄32" Flange BXM-1214 4RJE6 SC4D 2KWX6
0.444 to 0.718" dia. Cable, 5⁄32 to 9⁄32" Flange BXM-1519 4RJE7 SC4E 2KWX7
0.500 to 0.718" dia. Cable, 1⁄16 to 5⁄32" Flange BXS-1519 4RJE9 SC2E 2KWX5

Cable Clips and Support Brackets
2-Run Clip for MC/AC (14/2 to 10/3) or 3⁄8" FMC, Cable Clip BX4M 4RJD8 MAC2 2KWW1
2-Run Clip for MC/AC (14/2 to 10/3) or 3⁄8" FMC, Cable Clip for T-Bar Ceilings BX4M-A6 4RJD9 MAC2ATA 2KWW3
2-Run Clip for MC/AC (14/2 to 10/3) or 3⁄8" FMC, Hammer On Cable Clip for Flanges 1⁄8" to 1⁄4" — — MAC224 2KWW2
Multiple Conduit Mounting Plate, Holds up to 3 Conduit Clips — — SBT18 6PFP7
Flared Edges Prevent Damage to the Cable Jacket — — CER4 6PFP3
Nonmetallic Cable Support Bracket, Secures Cable to Wood Studs BRC1 4RJC1 CG4 2KXC2
Conduit and MC/AC Cable Support Bracket, For 1 1⁄2" Deep Boxes, Attach Cable or 1⁄2 to 3⁄4" EMT BB38 4RHJ8 CS812 2KXB9
Conduit and MC/AC Cable Support Bracket, For 2 1⁄8" Deep Boxes, Attach Cable or 1⁄2 to 1" EMT BB38D 4RHJ9 CS812D 2KXC1
Nonmetallic Cable and FMC Support Bracket, Secures Up To 3⁄4" FMC to Metal or Wood Studs — — CJ6 2KXC3

Combination Outlet Box and Conduit Mounting Bracket; Mounts 4" Square Box and 1⁄2" to 3⁄4" Conduit (Except No. 4RHT6 is 1")
Combination Support Bar with Center Hole BG812-S18 4RHW2 812MB18A 2KWW9
Combination Support Bar with 1⁄4" Threaded Stud BG812-S18S 4RHW3 812MB18S 2KWW6
Combination Support Bar with Bat Wing BG812-S18-W6 4RHW6 812MB186 2KWW5
Combination Support Bar with Hammer On Beam Clamp for 1⁄8" to 1⁄4" Flange BG812-S18-U24 4RHW4 812MB1824 2KWW7
Combination Support Bar with Bat Wing BG812-S18-W2 4RHW5 — —
Combination Support Bar For 1" Conduit Using Plain Center Hole for Screw or Threaded Rod BG16-S18 4RHT6 — —

Outlet Box Mounting Brackets
Telescoping Box Mounting Bracket, 11 to 18" Stud Spacing BB2-16T 4RHJ5 TSGB16 2KXA9
Telescoping Box Mounting Bracket, 15 1⁄2 to 26" Stud Spacing BB2-24T 4RHJ6 — —
Telescoping Box Mounting Bracket, 17 to 26" Stud Spacing — — TSGB24 2KXB1
Single Side Box Mounting Bracket, 2 1⁄2" and 3 1⁄2" Stud Depth BB4-23 4RHK2 — —
Single Side Box Mounting Bracket, 2 1⁄2", 3 1⁄2", and 4" Stud Depth BB4-4 4RHK3 — —
Single Side Box Mounting Bracket, 2 1⁄2", 3 1⁄2", 5 1⁄2", and 6" Stud Depth BB4-6 4RHK4 — —
Electrical Box, Supports 35 to 50 Pounds with a Single Brace — — 512HDFM35 6PFN9
Electrical Box, Supports 70 to 90 Pounds with a Double Brace — — 512HDFM70 6PFP0
Box Support, Prevents Box from Pushing Away From Drywall — — 766PM 6PFP1
Multiple Box Mounting Bracket, 16" Stud Spacing, Mounts up to 3 Outlet Boxes BB8-16 4RHK6 — —
Multiple Box Mounting Bracket, 24" Stud Spacing, Mounts up to 4 Outlet Boxes BB8-24 4RHK7 — —
Adjustable Far-Side Support Clip for Outlet Boxes, Suitable For 2 1⁄2", 3 1⁄2", and 4" Stud Depth BB12 4RHJ2 — —
Wiring Device Retainer, Adds Rigidity in Oversize Wall Openings BB32 4RHJ7 RLC 2KXD1
T-Bar Ceiling Box Mounting Bracket for 4" or 4 11⁄16" Boxes, 1 1⁄2" or 2 1⁄8" Deep, 50-lb. Rating BA50 4RHH5 512HD 2KXK7
T-Bar Ceiling Box Mounting Bracket, Adj. from 1 1⁄2" to 8 3⁄4" Height, 25 lb. Rating BA50A 4RHH6 512A 2KXK6
T-Bar Ceiling Preassembled Fan Mounting Kit, 70-lb. Rating BA50F 4RHH7 — —
Nail Protection Plate, Press On, Protects Electrical and Plumbing, For Metal or Wood Studs — — 304B2 2KXA3
Self Tapping Screw, Mounts Boxes or Brackets to Metal Studs, Low Profile Head, Pkg. of 100 — — SMS8 2KXA4
1 Gang, Mounting Plate for Class 2 Low Voltage Devices in 1⁄4 to 1 1⁄4" Drywall — — MPLS 2KXD5
Fixture Hanger, Side Mount, Supported from S-Hooks and Jack Chain, 50 lb. Limit — — LFC 2KXK1
Fixture Hanger, Top Mount, Supported from S-Hooks and Jack Chain, 50 lb. Limit — — LFC90 2KXK2
Electrical Box Hanger, Dual Height, Snaps Onto Ceiling T-Bar, Load Limit 20 Lbs., Pkg. of 10 — — 512 2KXK5
Box Support, Ideal For Supporting and Positioning 4” Square or 4 11⁄16” Electrical Boxes — — TSRBS1625 6PFR2
Bracket for 1 or 2 Gang Mud Rings, Mounts Plaster Rings for Low Volt App., 3.51" D — — C23 52JH49
Bracket for 1 or 2 Gang Mud Rings, Mounts Plaster Rings for Low Volt App., 3.89" D — — C4 52JH51
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