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Liquid-Tight Conduit Fittings
Connection 
Orientation Material Insulated

External 
Grounding Lug Brand

3⁄8 in 1⁄2 in 3⁄4 in 1 in 1 1⁄4 in 1 1⁄2 in 2 in 3 in 4 in
Item
No.

Item
No.

Item
No.

Item
No.

Item
No.

Item
No.

Item
No.

Item
No.

Item
No.

45° Hazardous Location Liquid-Tight Conduit Fittings
45° Iron, Steel No No Raco 4A234 4A235 4A236 4A237 3LK80 3LK81 3LK82 — —
45° Iron, Steel Yes No Raco 3LL14 3LL15 3LL16 3LL17 3LL18 3LL19 3LL20 — —
45° Thermoplastic Yes No Thomas & Betts 4NPF2 — — — — 4NPF7 4NPF8 — —

90° Hazardous Location Liquid-Tight Conduit Fittings
90° Iron, Steel No No Raco 6X921 6X773 6X774 6X775 3LK83 3LK84 3LK85 52AX36 —
90° Iron, Steel No No Thomas & Betts — — — — 2DDR6 — — — —
90° Iron, Steel Yes No Raco 3LL21 3LL22 3LL24 3LL26 3LL28 3LL29 3LL31 3LL34 3LL35
90° Thermoplastic Yes No Thomas & Betts — — — — 4NPG4 4NPG5 4NPG6 — —

Adjustable Angle Plastic Liquid-Tight Conduit Fittings
0° to 90° Nylon No No Raco 52AX99 52AW94 52AW99 52AX19 — — — — —

Grounding Lug Hazardous Location Liquid-Tight Conduit Fittings
90° Iron, Steel Yes Yes Raco 52AX37 3LL23 3LL25 3LL27 52AX38 52AX39 — — —

Straight Iron, Steel Yes Yes Raco 52AX30 4JC45 4JC46 52AX32 — 4JC47 4JC48 — —
Straight Steel Yes Yes Thomas & Betts — — — — 2DDV4 — — — —

Liquid-Tight Conduit Fittings with Strain Relief
45° Steel Yes No Hubbell — 6D209 6D210 — 2DDW5 — 2DDW7 — —
90° Steel No No Hubbell — — 6D225 6D226 6D227 6D228 — — —
90° Steel Yes No Hubbell 6D202 6D203 6D204 6D205 6D206 2DDV9 — 2DDW2 —

Straight Steel No No Hubbell — 5JML5 5JML6 5JML7 — 6D223 — — —
Straight Steel No No Hubbell — 6D219 6D220 — — — — — —
Straight Steel Yes No Hubbell 6C113 6C114 6C115 6C116 6D196 6D197 6D198 2DDV7 —
Straight Steel Yes No Hubbell — — — — — — — 2DDV8 —

Plastic Liquid-Tight Conduit Fittings
Straight Nylon No No Raco 52AX05 52AW91 — 52AX08 — 52AY01 52AX16 — —
Straight Nylon No No Hubbell — 49YK27 49YK28 — — — — — —
Straight Nylon Yes No Bell — — 35U148 — — — — — —

Straight Hazardous Location Liquid-Tight Conduit Fittings
Straight Aluminum No No Appleton Electric — — — — — 34D548 34D550 — —
Straight Aluminum No No Hubbell Killark — 49ZX76 49ZX78 49ZX77 49ZX79 — — — —
Straight Iron, Steel No No Raco 6X920 6X770 6X771 6X772 3LK74 3LK75 3LK76 3LK78 52AX40
Straight Iron, Steel No No Thomas & Betts — — — — — — — 2DDP2 —
Straight Iron, Steel Yes No Raco 3LL04 3LL05 3LL06 3LL07 3LL08 3LL09 3LL10 3LL12 3LL13
Straight Nickel Plated Brass No No Appleton Electric — 10F982 10G019 34D552 34D553 34D554 34D555 — —
Straight Nickel Plated Brass No No Appleton Electric — — 34D551 — — — 34D556 — —
Straight Steel Yes No Thomas & Betts — — — — — — — 2FLE4 2FLE5
Straight Thermoplastic Yes No Thomas & Betts — — — — 4NPE8 — — — —

Tight Sealing Washers

—
Stainless Steel/

Santoprene
— — Thomas & Betts 2DDT2 — — — — — — — —

— Steel/Neoprene — — Raco — 52AU69 52AU88 52AV11 52AV46 52AV59 52AV58 — —

Flexible PVC Conduit and Fittings

Description

3⁄8" 1⁄2" 3⁄4" 1" 1 1⁄4" 1 1⁄2" 2"
Item
No.

Item
No.

Item
No.

Item
No.
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No.
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No.
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No.

Gray PolyTuff® I Conduit, Type B, Nonmetallic, Flexible
Conduit, 100 ft. 3⁄8" to 1 1⁄4", 50 ft. 1 1⁄2" and 2" 6D074 6D075 6D076 6D077 2AXJ5 2AXJ6 2AXJ7
Straight Connectors 6D089 6D090 6D091 6D092 21VF90 21VF92 21VF94
90° Connectors 2DPG3 2DPG5 2DPG7 2DPG9 2DPH2 — —
Swivellok™ Fittings, Straight to 90° 3JC15 6D097 6D098 6D099 — — —
Flexible Conduit Kits, Includes 6-Ft. 
Conduit and 2 Swivel Connectors

— 6D267 6D268 — — — —

Black PolyTuff® II Conduit, Nonmetallic, Extra Flexible
Conduit, 100 ft. 3⁄8" to 1 1⁄4", 50 ft. 1 1⁄2" and 2" 6D082 6D083 6D084 6D085 2AXJ2 2AXJ3 2AXJ4
Straight Connectors 6D101 6D102 6D103 6D104 21VF89 21VF91 21VF93
90° Connectors 2DPG2 2DPG4 2DPG6 2DPG8 2DPH1 — —
Swivellok™ Fittings, Straight to 90° 3JC16 6D109 6D110 6D111 — — —

Fused PVC materials form a rugged and tough, but flexible, conduit with no metal core. Nonconductive, 
lightweight, nonmetallic materials provide corrosion resistance. Conduit cuts easily and cleanly and 
resists crushing and crimping. Suitable for all standard-duty applications. Liquid-tight for inside or 
outside use. UL Listed (PolyTuff® II is UL Recognized), CSA Certified, NEC Article 351-B.

Ground Rods and 
Accessories
Pointed-end ground rod electrodes 
dissipate electric current directly into the 
earth. Meet NEMA GR-1 requirements. 
2KXL5, 2KXL6, and 2KXL8 are UL Listed.

Description Dia. Material
Conductor

Size
Mfr.

Model
Item
No.

Pointed End Ground Rods
8 ft, 10 mil Copper Coating, 30-yr Service Life 1⁄2 in Copper Bonded Steel — 611380 4NHF8
4 ft, 10 mil Copper Coating, 30-yr Service Life 5⁄8 in Copper Bonded Steel — 615840 2KXL7
8 ft, 10 mil Copper Coating, 30-yr Service Life 5⁄8 in Copper Bonded Steel — 615880 2KXL8
10 ft, 10 mil Copper Coating, 30-yr Service Life 5⁄8 in Copper Bonded Steel — 615800 2KXL6
10 ft, 10 mil Copper Coating, 30-yr Service Life 3⁄4 in Copper Bonded Steel — 613400 2KXL5
8 ft, 15-yr Service Life 5⁄8 in Galvanized Steel — 815880 2KXL9
Ground Rod Kit, (2) 5⁄8 in x 4 ft Ground Rods, 5⁄8 in 
Clamp, Drive Sleeve, Ground Rod Connector

5⁄8 in Copper Bonded Steel — CGE5CP 2KXN1

Grounding Accessories
Grounding Connector, Suitable for Direct Burial Applications 1⁄2" a 5⁄8" Bronze 8 Solid to 2 Stranded CP58 2KXN2
Grounding Connector, Suitable for Direct Burial Applications 3⁄4" Bronze 8 Solid to 2 Stranded CP34 2KXN3
Grounding Connector 5⁄8" Copper 6 Solid EHL58C1K 2KXN4
Grounding Connector 5⁄8" Copper 6 Solid EHL58G1K 2KXN5
Ground Rod Coupling, Threadless Compression — Silicone Bronze #8 SOL to #2 STR CC58 2KXN6
Drive Sleeve, Slides on Top of Ground Rod to Prevent Mushrooming — Copper Coated Steel #8 SOL to #2 STR EDS58 2CNJ5
Grounding Connector, Copper Screw for Use In Direct Burial Applications — Silicone Bronze 10 Solid to 2 Stranded CWP1JU 2CNJ2
Grounding Connector — Zinc 10 Solid to 6 Solid ZWP1J 2CNJ4
Grounding Connector, Copper Screw for Use In Direct Burial Applications — Silicone Bronze 10 Solid to 2 Stranded CWP2JU 2CNJ3
Grounding Connector, Parallel Burial, Parallel Burial 1⁄2" to 1" Bronze Alloy 8 Solid to 2 Stranded EK16 2CNJ6
Grounding Connector, Perpendicular Burial, Perpendicular Burial 1⁄2" to 1" Bronze Alloy 8 Solid to 2 Stranded EK17 2CNJ7
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