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22P158

Max. 
Crimping 

Force Crimping Die Series Capacity Aluminum Lug Capacity Copper Lug
Battery

Capacity Includes
Item
No.

Scissor Head Style Crimper

6 ton W Style, W-VT Style, X Style 8 AWG to 350 kcmil 8 AWG to 500 kcmil 3.0 Ah
(1) Battery Charger - 12V, (1) 

Head - D3 + O Grooves
450W94

6 ton W Style, W-VT Style, X Style 8 AWG to 350 kcmil 8 AWG to 500 kcmil 3.0 Ah
(1) Battery Charger - 18V, (1) 

Head - BG + D3 Grooves
450W95

6 ton W Style, W-VT Style, X Style 8 AWG to 350 kcmil 8 AWG to 500 kcmil 5.0 Ah
(1) Battery Charger - 12V, (1) 

Head - BG + D3 Grooves
450W96

6 ton W Style, W-VT Style, X Style 8 AWG to 350 kcmil 8 AWG to 500 kcmil 5.0 Ah
(1) Battery Charger - 12V, (1) 

Head - D3 + O Grooves
450W97

Latching Head Style Crimper

6 ton W Style, W-VT Style, X Style 8 AWG to 350 kcmil 8 AWG to 600 kcmil 2.6 Ah
(1) Battery Charger (PATCHGR-
LI), (1) Tool Storage - Carrying 
Case, (2) Batteries (BAT18VLI)

22P229

6 ton PAT81K2 8 AWG to 750 kcmil
8 AWG to 1000 kcmil/8 

AWG to 777.7 kcmil
3 Ah

(1) 120V-AC Charger, (2) 3.0Ah 18V 
Li-ion Batteries, Guides, Hard Case

783YV1

6 ton PAT81K2 8 AWG to 750 kcmil
8 AWG to 1000 kcmil/8 

AWG to 777.7 kcmil
3 Ah

(1) 120V-AC Charger, (2) 3.0Ah 18V 
Li-ion Batteries, Guides, Pro Bag

783YV2

11 ton Dies Not Required 6 AWG to 900 kcmil 6 AWG to 1000 kcmil 3.0 Ah
(1) Battery Charger (PATCHGR-
LI), (1) Tool Storage - Carrying 
Case, (2) Batteries (BAT18VLI)

22P231

C-Head Style Crimper

6 ton Dies Not Required 8 AWG to 750 kcmil 8 AWG to 1000 kcmil 2.6 Ah
(1) Battery Charger (PATCHGR-
LI), (1) Tool Storage - Carrying 
Case, (2) Batteries (BAT18VLI)

22P228

12 ton U Style 8 AWG to 750 kcmil 8 AWG to 750 kcmil 3.0 Ah
(1) Battery Charger (PATCHGR-
LI), (1) Tool Storage - Carrying 
Case, (2) Batteries (BAT18VLI)

22P217

Manual Crimping Tools
Designed to install a full range of connectors, including taps, splices, and 
terminals.

Description Cap.
Max. Crimping

Force 
Overall
Length

Item
No.

Crimper 14 to 4/0 AWG 9000 lb 25 3⁄8 in 22P123
Crimper, Cu 16 to 1 AWG 9000 lb 9 7⁄8 in 22P158
Crimper and Connector Kit, 1-Hole 16 to 4 AWG 9000 lb 9 7⁄8 in 22P159
Crimper and Connector Kit, 2-Hole 16 to 4 AWG 9000 lb 9 7⁄8 in 22P160
Crimper, Cu 8 to 4/0 AWG Not Rated 26 in 22P233
Crimper, Al 8 to 4/0 AWG Not Rated 26 in 22P234
Dieless Crimper 8 to 250 KCMIL 9000 lb 22 5⁄8 in 22P243

2-Way Connectors
 ▪ For 600V applications

Wire
Gauge

Color
Code

Die
Code

THOMAS & BETTS POWER FIRST
Short-
Barrel 
Splice

Long-Barrel 
Splice

Short-
Barrel 
Splice

Long-Barrel 
Splice

Item
No.

Item
No.

Item
No.

Item
No.

Tin-Plated Wrought Copper
8 AWG Red 21 3LM13 3LM37 22EZ15 22EZ30
6 AWG Blue 24 3LM14 3LM38 22EZ16 22EZ31
4 AWG Gray 29 3LM15 3LM39 22EZ17 22EZ32
2 AWG Brown 33 3LM16 3LM40 22EZ18 22EZ33
1 AWG Green 37 3LM17 3LM41 22EZ19 22EZ34

1/0 AWG Pink 42 3LM18 3LM42 22EZ20 22EZ35
2/0 AWG Black 45 3LM19 3LM43 22EZ21 22EZ36
3/0 AWG Orange 50 3LM20 3LM44 22EZ22 22EZ37
4/0 AWG Purple 54 3LM21 3LM45 22EZ23 22EZ38
250 kcmil Yellow 62 3LM22 3LM46 22EZ24 22EZ39
300 kcmil White 66 3LM23 3LM47 22EZ25 22EZ40
350 kcmil Red 71 3LM24 3LM48 22EZ26 22EZ41
400 kcmil Blue 76 3LM25 3LM49 22EZ27 22EZ42
500 kcmil Brown 87 3LM26 3LM50 22EZ28 22EZ43

Tin-Plated Wrought Aluminum
8 AWG Blue 24 — 3LN04 — —
6 AWG Gray 29 — 3LN05 — —
4 AWG Green 37 — 3LN06 — —
2 AWG Pink 42 — 3LN07 — —
1 AWG Gold 45 — 3LN08 — —

1/0 AWG Tan 50 — 3LN09 — —
2/0 AWG Olive 54 — 3LN10 — —
3/0 AWG Ruby 60 — 3LN11 — —
4/0 AWG White 66 — 3LN12 — —
250 kcmil Red 71 — 3LN13 — —

Order installation tools and dies on 
page 382.

COPPER
Easy-to-insulate connectors provide 
low-resistance, high-quality connec-
tion, and high pullout values.

ALUMINUM
Permit aluminum-to-copper and 
aluminum-to-aluminum splices. Feature 
aluminum and copper concentric 
conductors and compact code aluminum 
strandings.

3LM37

Battery-Operated Crimping Tools
 ▪ 18V Li-Ion battery

Feature high-speed hydraulic pump. Provide reliability in the harshest conditions. For use with tension sleeves, 
taps, aerial cables, terminals and splice, and compression connectors.

450W94

22P231

22P217

Insulating 
Kits for Motor 
Connections 
and Mechanical 
Connectors
Kits insulate from moisture 
and provide physical protec-
tion for electrical connections.

Wire
Range

Overall
Length

Voltage
Rating

Item
No.

Motor Lead Splice Kits, Make 3 Splices
16 to 12 AWG 2.1 in 1000V 4NU47
12 to 4 AWG 4.0 in 1000V 4NU48
10 to 4 AWG 4.0 in 1000V 5ZNL2
4 to 1/0 AWG 4.2 in 1000V 4NU49

2 AWG to 250 kcmil 5.3 in 1000V 4NU50
4/0 AWG to 500 kcmil 6.7 in 1000V 4NU51

10 to 4 AWG 8.0 in 5000V to 8000V 5ZNN0
4 to 1/0 AWG 9.0 in 5000V to 8000V 5ZNN1
4 to 1/0 AWG 9.5 in 5000V to 8000V 5ZNL7

2 AWG to 250 kcmil 10.0 in 5000V to 8000V 5ZNN2
10 to 4 AWG 11.0 in 5000V to 8000V 5ZNN4

2 AWG to 250 kcmil 11.0 in 5000V to 8000V 5ZNL8
4/0 AWG to 500 kcmil 11.5 in 5000V to 8000V 5ZNN3

10 to 4 AWG 11.8 in 5000V to 8000V 5ZNN8
4/0 AWG to 500 kcmil 12.0 in 1000V 5ZNL5
4/0 AWG to 500 kcmil 13.0 in 5000V to 8000V 5ZNL9
2 AWG to 250 kcmil 13.2 in 5000V to 8000V 5ZNP0

4/0 AWG to 500 kcmil 14.5 in 5000V to 8000V 5ZNP1
2 AWG to 250 kcmil 16.0 in 5000V to 8000V 5ZNN6

4/0 AWG to 500 kcmil 18.0 in 5000V to 8000V 5ZNN7
Power Cable Splice Kits, Make 1 Splice

10 to 2 AWG 4.5 in 5000V 4NU52
4 to 2 AWG 4.5 in 5000V 4NU55

1/0 to 2/0 AWG 5.64 in 1000V 4NU57
2 to 3/0 AWG 11.875 in 5000V 4NU53

Scotchcast™ Multimold Splice Kits, Make 1 Splice
8 to 4 AWG 5.0 in 1000V 4DYX7

1 to 2/0 AWG 7.0 in 1000V 4NU56
22 to 10 AWG 7.1 in 1000V 5ZNK6
6 to 1/0 AWG 8.0 in 1000V 5ZNK4

4/0 AWG to 250 kcmil 8.0 in 1000V 4DYX9
2/0 to 4/0 AWG 8.0 in 1000V 4DYX8
22 to 10 AWG 10.5 in 1000V 5ZNK7

2/0 to 4/0 AWG 12.0 in 1000V 5ZNK5
22 to 10 AWG 15.4 in 1000V 5ZNK8
22 to 10 AWG 15.6 in 1000V 5ZNK9
22 to 10 AWG 20.3 in 1000V 5ZNL0
22 to 10 AWG 25.0 in 1000V 5ZNL1

Water-Resistant 
Splice Kits

 ▪ Silicone filled
 ▪ Rated for underground use

Wire
Range

Voltage
Rating Includes

Item
No.

Pkg.
Qty.

Motor Lead Splices
16 to 10 AWG 1000V — 6HKE1 1

8 to 2 AWG 1000V — 6HKE2 3
2 to 4/0 AWG 1000V — 6HKE3 3

250 to 500 kcmil 1000V — 6HKE4 3

4NU52

4NU47

6HKE2

6HKE1
22P233


