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Electronic Timers
 ▪ Battery backup protects memory
 ▪ Adjustable cycle mode

 ▪ 120-240VAC
 ▪ 15A at 250VAC (except 32J135 is 10A)

Easy-to-use timers allow each circuit to be indepen-
dently programmed. Manual override.

No. of
Channels

Contact
Form

Min.
Time

Setting

Max.
Time

Setting Events Available
Pulse

Duration
Operation

Mode
Backup
Time Brand

Item
No.

Flush Mount
1 SPST-NO 1 min 7 day 24 1 sec to 60 min 7 Days 5 yr Omron 14H252
2 (2) SPST-NO 1 min 7 day 40 1 sec to 60 min 7 Days 5 yr Omron 14H248
2 (2) SPST-NO 1 min 365 day 48 1 sec to 60 min 365 Days 5 yr Omron 14H250

Panel or Track Mount
1 SPST-NO 1 min 365 day 48 1 sec to 60 min 365 Days 5 yr Autonics 32J136
2 (2) SPST-NO 1 min 24 hr 24 — 7 Days 10 yr Omron 14H247
2 (2) SPDT-NO 1 min 365 day 48 1 sec to 60 min 365 Days 5 yr Autonics 32J135

Surface or Track Mount
1 SPST-NO 1 min 7 day 24 1 sec to 60 min 7 Days 5 yr Omron 14H253
2 (2) SPST-NO 1 min 7 day 40 1 sec to 60 min 7 Days 5 yr Omron 14H249
2 (2) SPST-NO 1 min 365 day 48 1 sec to 60 min 365 Days 5 yr Omron 14H251
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Flush or DIN Rail, Surface Mount
2 SPDT-NO/NC 7 day 50 120V AC 16 A NC: 1⁄2, NO: 3⁄8 NC: 3⁄4, NO: 1 3 yr 4CCD5
2 SPDT-NO/NC 7 day 50 240V AC 16 A NC: 1⁄2, NO: 3⁄8 NC: 3⁄4, NO: 1 3 yr 4CCD7

Panel Mount
1 SPDT 24 hr 14 120 to 277V AC 15 A 1⁄2 1 2,500 hr 20XE65

Surface or DIN Rail Mount
1 SPDT-NO/NC 7 day 20 24V AC/DC 16 A NC: 1⁄2, NO: 3⁄8 NC: 3⁄4, NO: 1 3 yr 4CCA3
1 SPDT-NO/NC 7 day 20 120V AC 16 A NC: 1⁄2, NO: 3⁄8 NC: 3⁄4, NO: 1 3 yr 4CCA6
1 SPDT-NO/NC 7 day 20 240V AC 16 A NC: 1⁄2, NO: 3⁄8 NC: 3⁄4, NO: 1 3 yr 4CCA9

Timer Modules
 ▪ Min. time setting: 1 min.

Provide 24-hr. or 7-day scheduling on any electrical load with HVACR equipment. Also for use in lighting, 
security, circulating pump, and spa applications.

24-Hr. and 7-Day Electromechanical Modules
Reliable modules for panel-mount installations. 24-hr. timers have up to 48 On/Off settings per day; 7-day 
timers have 42 On/Off settings per week, 6 settings per day. 2 1⁄2"-dia. dial opening required to mount module 
through panel.
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Synchronous Motors
1 SPST-NO 120V AC 20 A 1⁄2 hp 15 min 23 1⁄2 hr 2 3⁄8 in 2 3⁄8 in 1 1⁄4 in TA-4150 2A517
1 SPST-NO 120V AC 20 A 1⁄2 hp 2 hr 6 days 20 hr 2 3⁄8 in 2 3⁄8 in 1 1⁄4 in TA-4151 2A518

Quartz Motors with 150 Hr. NiCd Battery Backup
1 SPST-NO 120V AC 20 A 1⁄2 hp 15 min 23 1⁄2 hr 2 3⁄8 in 2 3⁄8 in 1 1⁄4 in TA-4152 2A519

2A517

4WX976PY50

Digital Interval Countdown Timer
 ▪ SPST contact configuration
 ▪ Input voltage: 120VAC
 ▪ Contact load rating: 15A at 120V
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Count Down Timer TA4180A 6PY50
Face Plate 49150-00 4WX97

For use with medical equipment, commercial cooking appli-
ances, pools and spas, and exercise equipment. Includes 
repeat memory, interlock connection, large display, and 
optional time-of-day display. Timing range: 0 to 99 hr., 59 
min.; 1-sec. time intervals from 0 to 99 sec. and 0 to 99 
min.; 1-min. intervals from 0 to 99 hr., 59 min. UL Listed, 
CSA and CE Certified.
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