LIGHTING
Dimmer Switches

Scan. Order. Done.
Details on page A1.

Ariadni
10P922

Lighting Dimmers
= Hard Wired

Sunnata
784K15

Traditional
54YG43

Maestro
784K12

Maestro C-L
» 25L188
- -
Skylark
4Lz75
#<LUTRON.

Lighting dimmers allow users to vary the amount of voltage reaching a light fixture, which varies the brightness of the lamp. Light dimmer switches are variable-
voltage devices designed to vary the brightness of lights by decreasing or increasing RMS voltage.

No. of
Lighting Technology Switch Type Gangs  Operating Voltage
Lighting Dimmer
Concealed with On/0ff Rocker
Wi 1-Pole, 3-Way 1 277V AC
3-Wire Fluorescent, LED 1-Pole, 3-Way 1 120V AC
CFL, Halogen, 1-Pole, 3-Way 1 120 VAC
Incandescent, LED 1-Pole, 3-Way 1 120 VAC
Fluorescent, LED 1-Pole, 3-Way 1 120t0 277 VAC
1-Pole, 3-Way 1 120 VAC
Halogen, Incandescent  1-Pole, 3-Way 1 120V AC
1-Pole 1 120 V AC
1-Pole 1 120 VAC
Low Voltage 1-Pole 1 120 VAC
Concealed with On/0ff Toggle
3-Wire Fluorescent, LED }:Eg:: gwg 1 ?;é ¥ 28
CFL, Halogen, 1-Pole, 3-Way 1 120 VAC
Incandescent, LED 1-Pole, 3-Way 1 120 VAC
1-Pole, 3-Way 1 120 VAC
Halogen, Incandescent 1-Pole 1 120V AC
Front Accessible Service Switch (FASS), On/0ff Paddle Switch
CFL, Halogen,
Incandescent. LED 1-Pole, 3-Way 1 120 VAC
Front Accessible Service Switch (FASS), Tap Switch
CFL, ELV, Halogen, 1-Pole, 3-Way, _ 120V AC
Incandescent, LED, MLV Multilocation
Nova T®
3-Wire Fluorescent, LED 1-Pole 1 277V AC
Push On/Push 0ff Switch, Rotary
CFL, Halogen,
Incandescent, LED 1-Pole, 3-Way 1 120 VAC
Rotary
1-Pole 1 120 V AC
1-Pole 1 120 V AC
Halogen, Incandescent 1-Pole 1 120V AC
1-Pole, 3-Way 1 120 VAC
Slide
1-Pole 1 277V AC
3-Wire Fluorescent, LED 1-Pole 1 120 VAC
1-Pole 1 120 VAC
Fluorescent, LED 1-Pole 1 0to 10V DC
1-Pole 1 120 VAC
1-Pole 1 120 V AC
Halogen, Incandescent ::Eg:z ; ]gg ¥ ﬁg
1-Pole 1 120 VAC
1-Pole 2 120 VAC
Slide with On/0ff Rocker
: 1-Pole, 3-Way 1 120 V AC
3-Wire Fluorescent, LED 1-Pole, 3-Way 1 277V AC
CFL, Halogen, 1-Pole, 3-Way 1 120 VAC
Incandescent, LED 1-Pole, 3-Way 1 120 VAC
1-Pole 1 120 VAC
1-Pole, 3-Way 1 120 VAC
Halogen, Incandescent 1-Pole, 3-Way 1 120V AC
1-Pole 1 120 VAC
1-Pole, 3-Way 1 120 V AC
1-Pole 1 120 V AC
Low Voltage 1-Pole, 3-Way 1 120V AC
1-Pole 1 120 VAC
Tapswitch with Rocker-Style Dimmer
CFL, Halogen, 1-Pole, 3-Way, 1 120V AC

Incandescent, LED Multilocation
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White Ivory | Almond
Item Item Item
Max. Capacity @ 120VAC Series No. No. No.
— Diva® 5PWLO | 5PWK9 —
8 A (Fluorescent Ballast) Diva® 5PWL2 | 5PWL1 —
250 W (CFL, LED), 600 W (Incandescent, Halogen) Diva® 36WG96  36WG98 = 36WG9I7
150 W (CFL, LED), 600 W (Halogen, Incandescent) Diva® CeL 10P916 | 10P917 | 10P918
8 A (Fluorescent Ballast, LED) Diva® 36WH29 | 36WH27 | 36WH23
600 W (Halogen, Incandescent) Diva® 5PWL5 | 5PWL6 —
1,000 W (Halogen, Incandescent) Diva® 5PWL7 | 5PWL8 —
600 W (Halogen, Incandescent) Diva® 5PWL3 —
300 W (ELV) Diva® 5PWLY — —
600 VA (MLV) Diva® S5PWNO —
— Ariadni® 5PWJ6 = 5PWJ5 -
8 A (Fluorescent Ballast) Ariadni® 5PWJ8 | 5PWJ7 -
150 W (CFL, LED), 600 W (Halogen, Incandescent) Ariadni® CeL 10P922 | 10P923 | 10P924
250 W (CFL, LED), 600 W (Incandescent, Halogen) Ariadni® 36WG92 A 36WG94  36WGI3
1,000 W (Halogen, Incandescent) Ariadni® 4LX81 | 4LX80 —
1,000 W (Halogen, Incandescent) Ariadni® 41X83 | 4LX82 —
150 W (CFL, LED), 600 W (Halogen, Incandescent) Sunnata 784K15 — —
250 W (LED), 400 VA (MLV), 500 W
(EL\;, Hal)ogen, Inca(ndes)cent) Maestro 784K12 - -
— Nova T® 41760 — —
150 W (CFL, LED), 600 W (Halogen, Incandescent) Dalia 784K14 — -
1500 W (Halogen, Incandescent) Centurion 446N31 - =
2,000 W (Halogen, Incandescent) Centurion 446N32 - —
600 W (Halogen, Incandescent) Traditional 54YG43 — —
600 W (Halogen, Incandescent) Traditional 54YG44 — —
— Nova T® 41762 - —
16 A (Fluorescent Ballast) Nova T® 41761 - —
24 Fluorescent Ballasts or 16 A Nova T® 41763 - —
8 A (Fluorescent Ballast, LED) Nova T® 19YP95 — —
600 W (Halogen, Incandescent) Skylark® 41778 ALz77 —
1,000 W (Halogen, Incandescent) Nova T 5PWP2 | 783HLO —
1500 W (Halogen, Incandescent) Nova T 5PWP3 - —
2,000 W (Incandescent) Nova T 5PWP4 —
600 W (Halogen, Incandescent) Nova T S5PWP1 | 783HL2 —
1500 W (Halogen, Incandescent) Nova T — 783HL1
8 A (Fluorescent Ballast) Skylark® 5PWKO0 | 5PWJ9 =
— Skylark® 19YP96 = 19YP97 —
150 W (CFL, LED), 600 W (Halogen, Incandescent) Skylark C-L® 19YP98 | 19YP99 = 19YRO1
150 W (CFL, LED), 600 W (Halogen, Incandescent)  Skylark Contour® CeL| 10P919 | 10P920 & 10P921
600 W (Halogen, Incandescent) Skylark® 4V260 —_ —_
1,000 W (Halogen, Incandescent) Skylark Contour™ | 13M192 | 13M193 | 13M194
600 W (Halogen, Incandescent) Skylark® 4V261 | 3A162 —
1,000 W (Halogen, Incandescent) Skylark® 41776 4LZ75 —
1,000 W (Halogen, Incandescent) Skylark® 41274 — e
600 VA (MLV) Skylark® 6E030 | 4LZ79 —
300 W (ELV) Skylark Contour™ | 13M195 | 13M196 | 13M197
300 VA (ELV) Skylark® 6E028 — —
150 W (CFL, LED), 600 W (Halogen, Incandescent) Maestro® CeL 25L186 | 25L187 | 25L188
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