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All Purpose Metric Impact Sockets
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29AR54

Socket Size
Tether 
Ready

Socket Depth
Standard Deep

Overall
Length Brand

Item
No.

Overall
Length Brand

Item
No.

34-mm No 2 1⁄4 in Proto 1ACK7 3 1⁄2 in Wright Tool 29AN10
35-mm No — — — 3 1⁄2 in Westward 21WL44

36-mm

No 2 5⁄16 in Proto 1ACK8 3 1⁄2 in Westward 21WN20
No 2 1⁄4 in Wright Tool 29AM41 3 1⁄2 in Wright Tool 29AN12
No 2 1⁄4 in Proto 21GT61 3 1⁄4 in Proto 1ACM4
No — — — 3 1⁄2 in Proto 21GT80

38-mm
No 2 3⁄8 in Proto 1ACK9 3 1⁄2 in Westward 21WL45
No — — — 3 7⁄8 in Proto 1ACM5

40-mm
No 2 1⁄2 in Wright Tool 29AM43 — — —
No 2 1⁄2 in Proto 21GT63 — — —

41-mm

No 2 1⁄2 in Proto 21GT64 3 7⁄8 in Proto 1ACM6
No 2 5⁄8 in Proto 1ACL0 3 1⁄2 in Westward 21WL46
No — — — 3 1⁄2 in Wright Tool 29AN14
No — — — 3 1⁄2 in Proto 21GT82

42-mm
No 2 3⁄4 in Proto 1ACL1 3 1⁄2 in Westward 21WL47
No 2 9⁄16 in Wright Tool 29AM45 — — —

43-mm
No 2 3⁄4 in Proto 1ACL2 3 1⁄4 in Proto 4UHP9
No — — — 3 1⁄2 in Proto 21GT83

46-mm
No 2 5⁄8 in Wright Tool 29AL80 — — —
No 2 5⁄8 in Proto 21GT67 — — —
No 2 7⁄8 in Proto 1ACL3 3 1⁄2 in Westward 21WL50

50-mm
No 2 3⁄4 in Proto 21GT68 — — —
No 3 1⁄8 in Proto 1ACL4 3 3⁄4 in Wright Tool 29AN16
No 2 3⁄4 in Wright Tool 29AM48 — — —

55-mm No 3 1⁄16 in Wright Tool 29AL82 3 15⁄16 in Westward 21WL52
60-mm No — — — 4 1⁄8 in Westward 21WL53

1 in Drive Size
19-mm No 2 1⁄2 in Proto 1AFM7 — — —

22-mm
No 2 13⁄32 in Wright Tool 29AP58 — — —
No 2 1⁄2 in Proto 1AFM8 — — —

24-mm No 2 1⁄2 in Proto 1AFM9 — — —

27-mm
No 2 5⁄8 in Proto 1AFN0 4 in Proto 21GT07
No 2 9⁄16 in Wright Tool 29AP62 4 in Wright Tool 29AR50

28-mm No 2 9⁄16 in Wright Tool 29AP63 — — —

30-mm
No 2 11⁄16 in Wright Tool 29AP65 4 in Wright Tool 29AR52
No 2 7⁄16 in Proto 1AFN2 4 in Proto 21GT09

32-mm
No 2 11⁄16 in Wright Tool 29AP66 4 in Wright Tool 29AR53
No 2 7⁄16 in Proto 1AFN3 4 in Proto 21GT10

33-mm
No 2 7⁄16 in Proto 1AFN4 4 in Proto 21GT11
No 2 11⁄16 in Wright Tool 29AP67 4 in Wright Tool 29AR54

34-mm No 2 11⁄16 in Wright Tool 29AP68 4 in Wright Tool 29AR55

36-mm
No 2 11⁄16 in Wright Tool 29AP70 4 in Wright Tool 29AR57
No 2 7⁄16 in Proto 1AFN5 4 in Proto 21GT13

38-mm
No — — — 4 in Proto 21GT14
No 3 3⁄8 in Proto 10E438 4 in Wright Tool 29AR59

41-mm
No 2 5⁄8 in Proto 1AFN6 4 in Wright Tool 29AR60
No 2 11⁄16 in Wright Tool 29AP73 4 in Proto 21GT15

42-mm No 2 11⁄16 in Wright Tool 29AP74 4 in Wright Tool 29AR61
43-mm No 2 11⁄16 in Wright Tool 29AP75 4 in Wright Tool 29AR62

46-mm
No 2 11⁄16 in Wright Tool 29AP76 4 1⁄8 in Wright Tool 29AR63
No 2 13⁄16 in Proto 1AFN7 4 1⁄8 in Proto 21GT16

47-mm No — — — 4 1⁄8 in Wright Tool 29AR64
48-mm No 2 3⁄4 in Wright Tool 29AP78 — — —

50-mm
No 3 in Wright Tool 29AP79 4 1⁄4 in Wright Tool 29AR65
No 3 in Proto 1AFN8 4 1⁄4 in Proto 21GT17

52-mm No 3 in Wright Tool 29AP80 4 3⁄8 in Wright Tool 29AR66
54-mm No 4 7⁄16 in Proto 10E439 — — —

55-mm
No 3 1⁄8 in Proto 1AFN9 4 1⁄2 in Proto 21GT18
No 3 3⁄16 in Wright Tool 29AP82 4 1⁄2 in Wright Tool 29AR67

56-mm No 3 3⁄16 in Wright Tool 29AP83 4 5⁄8 in Wright Tool 29AR68
58-mm No 3 13⁄64 in Proto 10E440 — — —

60-mm
No 3 3⁄8 in Proto 1AFP0 4 3⁄4 in Proto 21GT19
No 3 1⁄4 in Wright Tool 29AP85 4 3⁄4 in Wright Tool 29AR69

63-mm No 5 in Proto 10E441 — — —

65-mm
No 3 1⁄2 in Proto 1AFP1 4 7⁄8 in Proto 21GT20
No 3 5⁄16 in Wright Tool 29AP86 4 7⁄8 in Wright Tool 29AR70

70-mm
No 3 11⁄64 in Wright Tool 29AP87 5 in Wright Tool 29AR71
No 3 3⁄4 in Proto 4PKC8 5 in Proto 21GT21

75-mm
No 5 1⁄4 in Wright Tool 29AR72 — — —
No 3 3⁄4 in Proto 4PKC9 5 1⁄4 in Proto 21GT22
No 3 3⁄4 in Wright Tool 29AP88 — — —

80-mm
No 3 15⁄16 in Wright Tool 29AP89 5 1⁄2 in Wright Tool 29AR73
No 4 in Proto 4PKD1 5 1⁄2 in Proto 21GT23

85-mm No 4 3⁄16 in Wright Tool 29AP90 5 3⁄4 in Wright Tool 29AR74
90-mm No 4 23⁄73 in Wright Tool 29AP91 5 5⁄16 in Westward 21WM15
95-mm No 5 in Wright Tool 29AP92 — — —

105-mm No — — — 6 3⁄4 in Wright Tool 29AR45
115-mm No 5 5⁄8 in Wright Tool 29AP55 — — —
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Tether 
Ready
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1⁄4 in Drive Size
5-mm No 7⁄8 in Proto 1FP49 2 in Proto 10E362

5.5-mm No 7⁄8 in Proto 2MA37 — — —

7-mm
No 15⁄16 in Proto 2MA39 1 11⁄16 in Westward 4LXX8
No — — — 2 in Proto 1FR21

8-mm
No 7⁄8 in Proto 1AT01 1 11⁄16 in Westward 4LXX9
No 15⁄16 in Proto 2MA40 2 in Proto 1FR14

10-mm
No 7⁄8 in Proto 1AT03 1 11⁄16 in Westward 4LXV9
No 15⁄16 in Proto 2MA41 2 in Proto 1FR03
No 1 31⁄32 in Westward 4LXY6 — — —

12-mm No — — — 2 in Proto 1FP85
13-mm No 1 57⁄64 in Westward 4LYL4 2 in Proto 1FP82

3⁄8 in Drive Size
6-mm No 1 3⁄32 in Proto 1FN64 2 3⁄4 in Proto 1FN90
7-mm No 1 3⁄32 in Proto 1AT51 2 3⁄4 in Proto 1FN88

8-mm
No 15⁄16 in Proto 1AT52 2 in Proto 10H806
No 1 3⁄16 in Westward 4LYT4 2 3⁄4 in Proto 5F485

10-mm
No 15⁄16 in Proto 1AT54 2 3⁄4 in Proto 1AT62
No 1 3⁄16 in Westward 4LYT6 1 3⁄4 in Proto 10H808

11-mm
No 15⁄16 in Proto 1AT55 2 3⁄4 in Proto 1AT63
No 1 3⁄16 in Westward 4LYT7 — — —

12-mm
No 15⁄16 in Proto 1AT56 2 3⁄4 in Proto 1AT64
No 1 3⁄16 in Westward 4LYT8 2 in Proto 10H810

13-mm
No 1 3⁄32 in Proto 1AT57 2 3⁄4 in Proto 1AT65
No 1 3⁄16 in Westward 4LYT9 2 in Proto 10H811
No 1 13⁄64 in Proto 2MA66 — — —

14-mm
No 1 in Proto 1AT58 2 3⁄4 in Proto 1AT66
No 1 3⁄16 in Westward 4LYU1 2 in Proto 10H812

15-mm
No 1 1⁄8 in Proto 1AT59 2 in Proto 10H813
No — — — 2 3⁄4 in Proto 1AT67

16-mm
No 1 1⁄8 in Proto 5F495 2 in Proto 10H814
No — — — 2 3⁄4 in Proto 5F486

17-mm
No 1 1⁄8 in Proto 1AT60 2 25⁄32 in Proto 5F487
No — — — 2 in Proto 10H815

18-mm
No 1 1⁄8 in Proto 5F496 2 25⁄32 in Proto 5F488
No — — — 2 in Proto 10H816

19-mm
No 1 1⁄8 in Proto 5F497 2 25⁄32 in Proto 5F489
No 1 3⁄16 in Westward 4LYU6 2 in Proto 10H817

20-mm No 1 3⁄32 in Proto 5F498 2 3⁄4 in Proto 10E368
21-mm No 1 3⁄32 in Proto 5F499 2 3⁄4 in Proto 5F491
22-mm No 1 3⁄32 in Proto 5F500 2 3⁄4 in Proto 5F492
24-mm No 1 3⁄32 in Proto 5F502 — — —

3⁄4 in Drive Size
17-mm No 1 15⁄16 in Proto 1ACH5 — — —
18-mm No 1 15⁄16 in Wright Tool 29AM24 — — —

19-mm
No 1 15⁄16 in Proto 1ACH6 3 7⁄64 in Proto 21GT69
No — — — 3 1⁄4 in Proto 1ACL5

20-mm No 2 in Proto 21GT45 — — —

21-mm
No — — — 3 1⁄4 in Proto 1ACL6
No — — — 3 1⁄8 in Wright Tool 29AM99

22-mm No 2 in Proto 1ACH8 3 1⁄4 in Proto 1ACL7

24-mm
No 2 in Wright Tool 29AM30 3 7⁄64 in Proto 21GT73
No 2 in Proto 1ACK0 3 1⁄4 in Proto 1ACL8

27-mm
No 2 1⁄16 in Proto 1ACK2 3 1⁄4 in Proto 1ACM0
No 2 1⁄8 in Proto 21GT52 — — —

28-mm No 2 3⁄16 in Proto 1ACK3 — — —

30-mm

No 2 1⁄8 in Proto 21GT55 3 1⁄2 in Wright Tool 29AN06
No 2 1⁄8 in Wright Tool 29AM35 3 1⁄2 in Westward 21WN19
No 2 3⁄16 in Proto 1ACK4 3 1⁄4 in Proto 1ACM1
No — — — 3 1⁄2 in Proto 21GT76

31-mm No — — — 3 1⁄2 in Wright Tool 29AN07

32-mm
No 2 3⁄16 in Proto 1ACK5 3 1⁄2 in Proto 21GT77
No 2 1⁄8 in Wright Tool 29AM37 3 1⁄2 in Westward 21WL41
No 2 1⁄8 in Proto 21GT57 3 1⁄4 in Proto 1ACM2

33-mm

No 2 3⁄16 in Proto 1ACK6 3 1⁄2 in Proto 21GT78
No — — — 3 1⁄4 in Proto 5F341
No — — — 3 1⁄2 in Westward 21WL42
No — — — 3 1⁄2 in Wright Tool 29AN09
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Socket Depth
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Overall
Length Brand

Item
No.

1 1⁄2 in Drive Size
32-mm No 3 11⁄64 in Proto 46AX48

36-mm
No 3 1⁄8 in Proto 10E402
No 3 1⁄4 in Wright 49C187

38-mm
No 3 1⁄8 in Proto 10E403
No 3 1⁄4 in Wright 49C188

41-mm
No 3 11⁄64 in Proto 46AX51
No 3 1⁄4 in Wright 49C189
No 5 43⁄64 in Proto 46AX50


