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SAE, Metric 
and Specialty 
Master Sets

 ▪ See Grainger.com® for 
detailed information under 
the Tech Specs Tab plus 
additional Master Sets

 ▪ For additional tool storage 
recommendations, see the 
Optional Accessories Tab
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SAE or Metric No. of Pieces Drive Size
No. of 

Sockets/Accs.
No. of 

Wrenches No. of Pliers
No. of 

Screwdrivers
No. of 

Striking Tools Brand
Mfr.

Model
Item
No.

Add-On Master Tool Set
Storage-None

Metric 111 1⁄4 in, 3⁄8 in, 1⁄2 in 91 18 0 0 0 Proto J99570 6C353

Metric, SAE

92 1⁄4 in, 3⁄8 in, 1⁄2 in 34 23 4 19 2 Proto J99905 5TJ08
206 1⁄2 in, 3⁄4 in 89 8 2 2 — Proto J99945 5TJ12
206 1⁄4 in, 3⁄8 in, 1⁄2 in 88 35 — — — Proto J99935 5TJ11
217 3⁄8 in, 1⁄2 in 109 46 7 0 29 Proto J99915 5TJ09

SAE

66 3⁄8 in, 1⁄2 in 43 6 10 0 2 Proto J99485 5TH99
111 3⁄8 in 2 24 8 19 28 Proto J99825 5TJ05
111 1⁄2 in 65 3 6 0 29 Proto J99665 5TJ02
162 3⁄8 in, 1⁄2 in, 3⁄4 in 43 51 9 2 4 Proto J99675 5TJ03
190 1⁄4 in, 3⁄8 in, 1⁄2 in 83 50 4 2 2 Proto J99835 5TJ06

General Purpose
Storage-Box

Metric
157 3⁄8 in, 1⁄2 in 73 27 10 12 16 Proto J99430 6C358
248 1⁄4 in, 3⁄8 in, 1⁄2 in, 3⁄4 in 110 45 14 12 18 Proto J99730 6C360

Storage-Rolling Cabinet

Metric, SAE

271 1⁄2 in, 1⁄4 in, 3⁄8 in 178 57 5 19 3 Proto J99912A 53GM45
497 1⁄4 in, 3⁄8 in, 1⁄2 in 287 102 11 19 31 Proto J99922A 53GM57
497 1⁄4 in, 3⁄8 in, 1⁄2 in 287 103 12 19 32 Proto J99923K 53GL73
613 1⁄4 in, 3⁄8 in, 1⁄2 in, 3⁄4 in, 1 in 333 151 18 21 33 Proto JCS-0613MASBX3K 53GL72
613 1⁄4 in, 3⁄8 in, 1⁄2 in, 3⁄4 in, 1 in 308 176 23 21 33 Proto JCS-0613MASBX1A 53GM65

1,046 1⁄4 in, 3⁄8 in, 1⁄2 in, 3⁄4 in, 1 in 508 178 20 25 42 Proto JCS-1046MASBX3K 53GL71
1,046 1⁄4 in, 3⁄8 in, 1⁄2 in, 3⁄4 in, 1 in 508 178 20 61 42 Proto JCS-1046MASBX1A 53GM35
1,258 1⁄4 in, 3⁄8 in, 1⁄2 in, 3⁄4 in 705 184 21 33 50 Proto JCS-1258MASBX1A 53GM37

SAE 453 1⁄4 in, 3⁄8 in, 1⁄2 in, 3⁄4 in 218 101 18 21 35 Proto J99722A 53GM55
Intermediate
Storage-Box

Metric, SAE 564 1⁄2 in, 1⁄4 in, 3⁄4 in, 3⁄8 in 309 119 18 21 35 Proto 100G52 100G52
Storage-None

SAE 453 1⁄4 in, 3⁄8 in, 1⁄2 in, 3⁄4 in 218 101 18 21 35 Proto J99720 6C365
Mechanic
Storage-Box

Metric, SAE 506 1⁄4 in, 3⁄8 in, 1⁄2 in 273 94 14 13 26 Gould Southern 80013-31V1 39C416
Storage-Case

Metric, SAE 75 1⁄4 in, 3⁄8 in 69 0 0 0 0 STANLEY 96-010 38WF56
Storage-None

SAE 67 1⁄2 in 17 16 3 8 7 Proto JTS-0067RR 1UDX8
Storage-Rolling Cabinet

SAE 172 1⁄2 in, 3⁄8 in 68 54 9 7 15 Proto JTS-0172RRBX2B 784JR6
Plumber
Storage-Bag

Metric, SAE 37 0 0 11 5 4 5 Proto JTS-0037PLUM 1UDY5
Preventative Maintenance
Storage-Case

Metric, SAE
70 1⁄4 in, 3⁄8 in 35 12 0 13 0 Westward 40JD52 40JD52

148 1⁄4 in, 3⁄8 in, 1⁄2 in 63 12 2 4 0 Westward 40JD43 40JD43
170 1⁄4 in, 3⁄8 in, 1⁄2 in 76 12 2 4 0 Westward 40JD53 40JD53

SAE 98 3⁄8 in 33 21 4 12 13 Proto J99480 5TH98
Storage-None

Metric, SAE
179 1⁄4 in, 3⁄8 in 145 34 1 0 1 Proto J99900 5TJ07
497 1⁄2 in, 1⁄4 in, 3⁄8 in 287 102 11 19 31 Proto J99920 7D824

SAE
148 3⁄8 in 15 36 3 19 1 Proto J99660 5TJ01
148 1⁄2 in, 3⁄8 in 80 39 9 19 30 Proto J99670 7E222
165 1⁄2 in, 3⁄8 in 76 27 10 12 15 Proto J99490 7D827

Railroad Mechanic
Storage-Case

Metric, SAE 204 1⁄4 in, 3⁄8 in, 1⁄2 in 171 11 0 0 0 Westward 440A57 440A57
Storage-None

SAE

89 3⁄8 in, 1⁄2 in 36 18 4 6 8 Proto JTS-0089RR 1UDY1
107 3⁄8 in, 1⁄2 in 46 25 5 5 9 Proto JTS-0107RR 1UDX9
141 1⁄4 in, 3⁄8 in, 1⁄2 in 69 27 6 8 5 Proto JTS-0141RR 1UDY2
172 3⁄8 in, 1⁄2 in 70 36 8 7 16 Proto JTS-0172RR 1UDY3

Starter
Storage-Box

SAE

62 3⁄8 in 22 11 5 5 10 Proto J99201A 53GM02
78 1⁄2 in 30 17 5 7 10 Proto J99300 6C342
78 1⁄2 in 27 5 1 7 10 Proto 100G48 100G48

164 1⁄4 in, 3⁄8 in, 1⁄2 in, 3⁄4 in 87 19 9 12 17 Proto J99700 6C348
Storage-None

SAE 62 3⁄8 in 22 11 5 5 10 Proto J99200 6C343
Storage-Rolling Cabinet

Metric, SAE 157 1⁄2 in, 3⁄4 in, 3⁄8 in 83 18 10 13 3 Proto J99702B 783HU0
Technician
Storage-Box

Metric, SAE 1,258 1⁄4 in, 3⁄8 in, 1⁄2 in, 3⁄4 in 705 184 21 33 50 Proto JCS-1258MAS 1UDW5
Storage-None

Metric, SAE

558 1⁄4 in, 3⁄8 in, 1⁄2 in, 3⁄4 in 284 122 34 21 31 Proto JCS-0558MAS 1UDX4
613 1⁄4 in, 3⁄8 in, 1⁄2 in, 3⁄4 in, 1 in 308 176 23 21 33 Proto JCS-0613MAS 1UDX2
833 1⁄4 in, 3⁄8 in, 1⁄2 in, 3⁄4 in 395 175 18 21 35 Proto JCS-0833MAS 1UDX1

1,046 1⁄4 in, 3⁄8 in, 1⁄2 in, 3⁄4 in, 1 in 508 178 20 61 42 Proto JCS-1046MAS 1UDW9
SAE 334 1⁄4 in, 3⁄8 in, 1⁄2 in, 3⁄4 in, 1 in 195 53 21 19 29 Proto JCS-0334MAS 1UDX3


